May 2003

doc: IEEE 802.11-03/302r0


IEEE P802.11
Clause 8.5.4 Motions

Date:
May1, 2003

Author:
Dorothy Stanley

Agere Systems

2000 North Naperville Rd, Naperville, IL 60566

Phone: 1-630-979-1572

Fax:630-979-1572 

e-mail: dstanley@agere.com 

Abstract

This document includes motions to be made to address letter ballot comments in Clauses 8.5.4 of the TG1 draft. These motions reflect comment resolution on LB52, prepared by the Clause 5,10,11 subgroup. Members include Clint Chaplin, Fred Haisch, Julian Minard and Al Potter and Dorothy Stanley.

May Motions:
Suggested Changes to address comments 1189, 1454, 1455, 805, 803, 1190, 1456, 1603, 1776, 1777, 1780, 1210, 1497, 1726, 1457, 1191

Motion: Instruct the editor to make the following changes in Clause 8.5.4

In the un-bulleted list,

Change “EAPOL” to “EAPOL-Key”

Change “RSC” to “Key RSC”

In the 3rd bullet item,


Add, “and associated IV as” after “EK”

In the 5th bullet item,


Add “The” before “MIC”, and delete the word “containing”

Informative Note:


Remove the words “Informative Note”

Remove the word “by” before “the type of the Group”

Capitalize the “k” in “Group key”

Motion: Instruct the editor to make the following changes in Clause 8.5.4.1:

Install Flag


Change “1” to “0 (use key for receive only) or 1 (use key for both transmit and receive)

Key Length line


Delete “16- all…length” and replace with “Ciphersuite specific, see Table xx” (new table added in Clause 8.5.2)

Key Replay Counter

Change “n” to “n+2”

Key ID line

Change “Key ID” to “EAPOL Key ID”

Key Material Length line

Key Material line


Change from “Key Material Length” to “Key Data Length”


Change from “Key Material” to “Key Data”

Informative Notes


Delete “Informative note.”

Motion: Instruct the editor to make the following changes in Clause 8.5.4.2:

Key ID line

Change “= 1,2,3…Message 1” to “0”

Key Length line


Delete “16” and replace with “0”

Key Replay Counter


Replace “n-same as Message 1  with “n+2. Allows the authenticator to know which Group Key Message 1 this message corresponds to.”

Key Material Length line

Key Material line


Change from “Key Material Length” to “Key Data Length”


Change from “Key Material” to “Key Data”
Motion: Instruct the editor to make the following changes in Clause 8.5.4.3:

First and only paragraph


Replace “up to three times at one second intervals” with “per the configured intervals established by dot11RSNAConfigGroupUpdateTimeOut, dot11RSNAConfigGroupUpdateCount”


Include paragraph at the end of 8.5.4, and remove this separate section.

Motion: Instruct the editor to make the following changes in Clause 8.5.4.4:

Figure


Fix the figure title so that it’s not broken across two lines.


Move the figure to after the text.


Change “The Authenticator generates a new GTK.” to “The Authenticator generates new GTK and Gnonce values.”

“


Replace the figure with the figure below.
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