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Abstract

This document contains proposed SNMP module compliance statements for TGi.
802.11 MIB

Add the following changes, just before the current start of the 802.11i MIB:-

In the “MANDATORY-GROUPS” section of the dot11Compliance object, change “dot11SMTbase2” to “dot11SMTbase4”.
In the “OPTIONAL-GROUPS” section of the dot11Compliance object, add a new object “dot11RSNAadditions” to the end of the list.

Change the status of dot11SMTbase2 from “current” to ”deprecated”.
After the definition of dot11PhyHRDSSSComplianceGroup, add the following new objecst:-
dot11SMTbase4 OBJECT-GROUP
OBJECTS { dot11MediumOccupancyLimit,

dot11CFPollable,

dot11CFPPeriod,

dot11CFPMaxDuration,

dot11AuthenticationResponseTimeOut,

dot11PrivacyOptionImplemented,

dot11PowerManagementMode,

dot11DesiredSSID, dot11DesiredBSSType,

dot11OperationalRateSet,

dot11BeaconPeriod, dot11DTIMPeriod,

dot11AssociationResponseTimeOut,

dot11DisassociateReason,

dot11DisassociateStation,

dot11DeauthenticateReason,

dot11DeauthenticateStation,

dot11AuthenticateFailStatus,

dot11AuthenticateFailStation,

dot11RSNAOptionImplemented }

STATUS current

DESCRIPTION

"The SMTbase4 object class provides the necessary support at the
IEEE STA to manage the processes in the STA such that the STA may

work cooperatively as a part of an IEEE 802.11 network."

::= { dot11Groups 24 }

dot11RSNAadditions OBJECT-GROUP
OBJECTS { dot11RSNAEnabled,

dot11RSNNumberOfReplayCounters }
STATUS current

DESCRIPTION

"This object class provides the objects from the IEEE802.11 MIB

required to manage RSNA functionality.  Note that additional 

objects for managing this functionality are located in the

IEEE802.11i MIB.”

::= { dot11Groups 25 }

802.11i MIB

At the end of the 802.11i MIB, replace the three line comment “TBD: OBJECT-GROUPs and MODULE-COMPLIANCE statements” with the following:-

-- **********************************************************************

-- * Conformance Information

-- **********************************************************************

-- **********************************************************************

-- * Compliance Statements

-- **********************************************************************

dot11iCompliance MODULE-COMPLIANCE

STATUS current

DESCRIPTION

"The compliance statement for SNMPv2 entities

that implement the IEEE 802.11i MIB."

MODULE -- this module

MANDATORY-GROUPS {

dot11iBase }


-- OPTIONAL-GROUPS {dot11iPMKcachingGroup }
::= { dot11Compliances 2 }
-- **********************************************************************

-- * Groups - units of conformance

-- **********************************************************************
dot11iBase OBJECT-GROUP

OBJECTS { 

dot11RSNAConfigVersion,

dot11RSNAConfigPairwiseKeysSupported,

dot11RSNAConfigMulticastCipher,

dot11RSNAConfigGroupRekeyMethod,

dot11RSNAConfigGroupRekeyTime,

dot11RSNAConfigGroupRekeyPackets,

dot11RSNAConfigGroupRekeyStrict,
dot11RSNAConfigPSKValue,

dot11RSNAConfigPSKPassPhrase,

dot11RSNAConfigTSNEnabled,

dot11RSNAConfigGroupMasterRekeyTime,

dot11RSNAConfigGroupUpdateTimeOut,

dot11RSNAConfigGroupUpdateCount,

dot11RSNAConfigPairwiseUpdateTimeOut,

dot11RSNAConfigPairwiseUpdateCount,

dot11RSNAConfigMulticastCipherSize,

dot11RSNAConfigUnicastCipher,

dot11RSNAConfigUnicastCipherEnabled,

dot11RSNAConfigUnicastCipherSize,

dot11RSNAConfigAuthenticationSuite,

dot11RSNAConfigAuthenticationSuiteEnabled,

dot11RSNANumberOfReplayCounters,

dot11RSNAStatsSTAAddress,

dot11RSNAStatsVersion,

dot11RSNAStatsSelectedUnicastCipher,

dot11RSNAStatsTKIPICVErrors,

dot11RSNAStatsTKIPLocalMICFailures,

dot11RSNAStatsTKIPRemoteMICFailures,

dot11RSNAStatsTKIPCounterMeasuresInvoked,

dot11RSNAStatsCCMPFormatErrors,

dot11RSNAStatsCCMPReplays,

dot11RSNAStatsCCMPDecryptErrors,

dot11RSNAStatsTKIPReplays}

STATUS current

DESCRIPTION

"The dot11iBase object class provides the necessary support for 

managing RSNA functionality in the STA"

::= { dot11Groups 26 }
dot11iPMKcachingGroup OBJECT-GROUP

OBJECTS { 

dot11RSNAPMKLifetime,

dot11RSNAPMKReAuthThreshold 

}

STATUS current

DESCRIPTION

"The dot11iPMKcachingGroup object class provides the necessary support for 

managing PMK caching functionality in the STA"

::= { dot11Groups 27 }
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