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Abstract
[bookmark: _GoBack]The submission provides normative to query link setup delays from the AP. The submission is related to presentation 11-13/414r0. 




8.4.4 Access Network Query Protocol (ANQP) elements

Instructions to the Editor: Add new row after AP List Response

Table 8-184 — ANQP-element definitions
	ANQP-element name
	Info ID
	ANQP-element (subclause)

	Link Setup Delay
	275
	8.4.4.ai1

	Reserved
	276 - 56796
	n/a




8.4.4.ai1 Link Setup Delay ANQP-element
Instructions to the Editor: Insert new clause 8.4.4.ai1

The Link Setup Delay ANQP-element provides the signalling delays of the AP for the authentication or link setup signalling. The format of the Link Setup Delay ANQP-element is shown in 

	Info ID
	Length
	Number of Handling Delays 
	Message Handling Delay 1
	...
	Message Handling Delay  N

	2
	2
	1
	1
	 …
	1


Figure 8-ai1 — Link Setup Delay ANQP-element format 

The Info ID field is equal to the value in Table 8-184 corresponding to the Link Setup Delay ANQP-element.

The Length field is a 2-octet field whose value is set to 1 plus the total length of the Delay of Message fields.

The Number of Handling Delays field indicates the number of Message Handling Delay fields in the Link Setup Delay ANQP-element. 

The Message Handling Delay field is an unsigned integer and indicates time in units of 1 ms. The time is rounded down. The time is captured from the epoch when AP receives an authentication protocol frame from the STA to the epoch when the AP is able to initiate TXOP obtaining for the authentication protocol specific response frame to the STA.

The Message Handling Delay field indicates the delay of the first authentication protocol specific response frame. If the authentication protocol has more response frames than the number of the Message Handling Delay fields in the Link Setup Delay ANQP-element, the response delays that are not reported are considered unknown. 
Value 254 indicates that the time is 254 ms or larger. Value 255 indicates that the time is not known. 
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