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Interpretation of a Motion to Adopt

A motion to approve this submission means that the editing instructions and any changed or added material are actioned in the TGaf Draft.  This introduction is not part of the adopted material.

Editing instructions formatted like this are intended to be copied into the TGaf Draft (i.e. they are instructions to the 802.11 editor on how to merge the text with the baseline documents).

TGaf Editor: Editing instructions preceded by “TGaf Editor” are instructions to the TGaf editor to modify existing material in the TGaf draft.  As a result of adopting the changes, the TGaf editor will execute the instructions rather than copy them to the TGaf Draft.

The editing instructions are shown in bold italic. Four editing instructions are used: change, delete, insert, and replace. Change is used to make corrections in existing text or tables. The editing instruction specifies the location of the change and describes what is being changed by using strikethrough (to remove old material) and underscore (to add new material). Delete removes existing material. Insert adds new material without disturbing the existing material. Insertions may require renumbering. If so, renumbering instructions are given in the editing instruction. Replace is used to make changes in figures or equations by removing the existing figure or equation and replacing it with a new one. Editorial notes will not be carried over into future editions because the changes will be incorporated into the base standard.
Relevant comments and discussion
	CID
	Page
	Clause
	Comment
	Proposed Change

	3056
	2.47
	3.1
	TVHT was used to mean TV Very High Throughput (clause 3.1) and TV High Throughput (clause 4.3.10b). I believe TV High Throughput is the correct one.
	change TV Very High Throughput to TV High Throughput through out the draft


Discussion: 
In TG AF, TVHT had been defined as to TV Very high throughput. TVHT did not mean TV High Throughput. So, THVT that was used in wrong sense should be corrected as to TV Very high throughput
Proposed Resolution:

CID 3056: Revised.  See 802.11-13/0489r0medy #1) for discussion and comment resolution. 

Remedy #1. TGaf Editor: Change the text in 802.11af D4.0 as follows:
Chage : Television High Throughput (TVHT) station (STA) to Television Very High Throughput (TVHT) station (STA)
	CID
	Page
	Clause
	Comment
	Proposed Change

	3038
	7.46
	4.3.10b
	Clause 4 is supposed to be an _introduction to concepts_, not an outline of requirements that are going to be stated later.  Remove all of the material from 4.3.10b that does not introduce and describe new concepts to the reader.
	Delete the sentence "The features and behaviors of VHT STAs specified in Clause 8, ..." and all of the paragraphs in the rest of 4.3.10b.  If this information is needed, then move it to the appropriate normative clauses.


Discussion: 
For the specification of feature and behaviours of TVHT STA, we apply the defined features and operation of VHT STA in 802.11ac draft except bandwidth and some function. And, when readers read the thess clauses, it is necessary to differentiate bandwidth and operation from VHT STA operation and TVHT STA operation. Due to difference between TVHT STA and VHT STA, we should explain how to substitute bandwidth (or function) of VHT STA as to bandwidth (or function) of TVHT STA. For this reason, in order to apply the clause 8…14 in 802.11 af, the description of difference and indication of substitution are noted in clause 4.3.10b  
Proposed Resolution:
CID 3038: Rejected. 
	CID
	Page
	Clause
	Comment
	Proposed Change

	3058
	232.65
	23.3.6
	TVHT format is not defined. Clause 23.1.4 doesn't mention TVHT format.
	Perhaps more appropriate is the use of "TVHT_W VHT format" as in clause 23.1.4


Discussion: 
In the 802.11 af D4.0, the VHT format and Non-HT format are defined and used for description. So, TVHT format should be corrected with defined VHT format for TVHT operation in TVWS band.    
Proposed Resolution:

CID 2133: Revised.  See 802.11-13/0489r0 (remedy #2) for discussion and comment resolution. 

Remedy #2. TGaf Editor: Change the text at P232 L 65 in clause 23.3.6 as follows:
… for TVHT format and location of occupied tones in TVWS band.
	CID
	Page
	Clause
	Comment
	Proposed Change

	3059
	227.01
	23.3.2
	"VHT PPDU in TVWS bands format" sounds very awkward. Would it be possible to use "TVHT_W VHT format"? It may be better to define TVHT format and using it consistently.
	as in comment


Discussion: 
CID 3059 requests to use the TVHT format instead of VHT format. But, we only defined the two type of PPDU format in TVWS band. These are VHT format and Non-HT format. So, additional define of TVHT format is not permitted. And as mentioned in comments, the strange expression “VHT PPDU in TVWS bands format” is corrected for clear understanding. 
Proposed Resolution:

CID 1033: Revised.  See 802.11-13/0489r0 (remedy #3 for discussion and comment resolution. 

Remedy #3. TGaf Editor: Change the text  in 802.11 af D4.0 except clause 22 as follows:
Change  “VHT PPDU in TVWS bands format” to “VHT PPDU format in TVWS bands”
	CID
	Page 
	Clause
	Comment
	Proposed Change

	3060
	227.16
	23.3.2
	The caption under Figure 23-1 is confusing. How come the Figure represents VHT PPDU when the timing information is different and the different fields are labeled as TVHT?
	find another name


Discussion: 
As mentioned in CID 3060, if “VHT PPDU” is used independently without any description, it will be able to cause the confusion of readers. So, for the clear understanding, it should be used with operation band in 802.11 af D4.0. 
Proposed Resolution:

CID 2135, 2143: Revised.  See 802.11-13/0489r0 (remedy #4 for discussion and comment resolution. 

Remedy #4 TGaf Editor: Change text in clause 23.3.2 and 23.3.12 as follows:
Change  Figure 23-1—VHT PPDU format to Figure 23-1—VHT PPDU format in TVWS band
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