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Interpretation of a Motion to Adopt

A motion to approve this submission means that the editing instructions and any changed or added material are actioned in the TGah Draft.  This introduction is not part of the adopted material.

Editing instructions formatted like this are intended to be copied into the TGah Draft (i.e. they are instructions to the 802.11 editor on how to merge the text with the baseline documents).

TGah Editor: Editing instructions preceded by “TGah Editor” are instructions to the TGah editor to modify existing material in the TGah draft.  As a result of adopting the changes, the TGah editor will execute the instructions rather than copy them to the TGah Draft.
	CID
	Page
	Clause
	Comment
	Proposed Change
	Resolution

	98
	4
	4.11b
	The sentence "Doze state is allowed for no-AP STAs..."
	Replace "no-AP" with "non-AP" STAs
	Revised – 

TGah Editor: modify the paragraph as indicated:
Grouping of non-AP STAs can improve may be used to reduce network energy consumption, as STAs that are not in the group assigned to the current slot can enter a doze state until their slot time or assigned TWT arrives. Doze state is allowed for no-AP non-AP STAs assigned to the current slot when they do not have traffic to transmit.

Note: same resolution as CID 618, 619, 897, 929

	618
	4
	4.11b
	37: "Grouping of non-AP STAs can improve network energy consumption" sounds like a sales pitch.
	Remove the sentence or modify it to be more appropriate to a technical specification.
	Revised – 

TGah Editor: modify the paragraph as indicated:

Grouping of non-AP STAs can improve may be used to reduce network energy consumption, as STAs that are not in the group assigned to the current slot can enter a doze state until their slot time or assigned TWT arrives. Doze state is allowed for no-AP non-AP STAs assigned to the current slot when they do not have traffic to transmit.

Note: same resolution as CID 98, 619, 897, 929

	619
	4
	4.11b
	Should say "non-AP"
	Replace "no-AP" with "non-AP"
	Revised – 

TGah Editor: modify the paragraph as indicated:

Grouping of non-AP STAs can improve may be used to reduce network energy consumption, as STAs that are not in the group assigned to the current slot can enter a doze state until their slot time or assigned TWT arrives. Doze state is allowed for no-AP non-AP STAs assigned to the current slot when they do not have traffic to transmit.

Note: same resolution as CID 98, 618, 897, 929

	897
	4
	4.11b
	Type: no-AP STA should be non-AP STA
	change no-AP STAs to non-AP STAs
	Revised – 

TGah Editor: modify the paragraph as indicated:

Grouping of non-AP STAs can improve may be used to reduce network energy consumption, as STAs that are not in the group assigned to the current slot can enter a doze state until their slot time or assigned TWT arrives. Doze state is allowed for no-AP non-AP STAs assigned to the current slot when they do not have traffic to transmit.

Note: same resolution as CID 98, 618, 619, 929

	929
	4
	4.11b
	In the sentence "Grouping of non-AP STAs can improve network energy consumption...", the use  of "improve" is not appropriate.
	Change "improve" to "reduce"
	Revised – 

TGah Editor: modify the paragraph as indicated:

Grouping of non-AP STAs can improve may be used to reduce network energy consumption, as STAs that are not in the group assigned to the current slot can enter a doze state until their slot time or assigned TWT arrives. Doze state is allowed for no-AP non-AP STAs assigned to the current slot when they do not have traffic to transmit.

Note: same resolution as CID 98, 618, 619, 897
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