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Abstract
This document provides resolution for CIDs 393, 632, 631



	CID
	P
	L
	Sub C.
	Comment
	Propose Change
	Resolution

	393
	36
	14
	8.3.3.2
	Relay element is not described in BSSDescription Set in 6.3.3.3.2
	Add description related to Relay element in BSSDescription Set in 6.3.3.3.2
	 Revised: 
Minor changes to section 8.3.3.2 and 6.3.3.3.2 to reflect the resolution. Please find the changes in this document. 
Description is provided for 6.3.3.3.2

TGah editor to make changes shown in 11-13-0975-02-00ah under the heading for CID 393

	632
	36
	 
	8.3.3.5
	Relay element should be included in the Reassociation Request frame.
	Add Relay element in the Reassociation Request frame (Table 8-28 Reassociation request frame body)
	Revised:
Concept is accepted, it is also included in 8-29

TGah editor to make changes shown in 11-13-0975-02-00ah under the heading for CIDs 631, 632

	631
	36
	 
	8.3.3.5
	Relay element should be included in the Association Request frame.
	Add Relay element in the Association Request frame (Table 8-26 Association request frame body)
	 Revised:
[bookmark: _GoBack]Concept is accepted, in the provided resolution in this document, it is added to 8-27, 8-30 and 8-31 in addition to 8-26

TGah editor to make changes shown in 11-13-0975-02-00ah under the heading for CID 631, 632






[CID 393]
8.3.3.2 Beacon frame format
Instruction to Editor: Please change the Relay row to the following [P36L15]

	TBD
	Relay
	The Relay element is optionally present if dot11RelayCapable dot11RelayAPOperation is true



6.3.3.3.2 Semantics of the service primitive
Instruction to Editor: Please make the following additions to 6.3.3.3.2:

	Name 
	Type
	Valid Range
	Desciption
	IBSS adoption

	Relay(11ah)
	As defined in frame format
	As defined in 8.4.2.170q (Relay element)
	The Relay element is present in the (Short) Beacon if dot11RelayAPOperation is true. The Relay element is present in the Probe Request  if dot11RelaySTACapable is true. The Relay element is optionally presents in (short) Probe Response if dot11RelaySupport is true.  More description is provided in 9.32n (Relay operation).
	Do not adopt







[CID 631, 632]


Instruction to Editor: Please add the Relay element to table 8-26(Assocation Request frame body), 8-28(Reassocation Request frame body) as follows:

	Order
	Information
	Notes

	TBD
	Relay
	The Relay element is present if dot11RelaySTACapable is true.






Instruction to Editor: Please add the Relay element to table 8-30(probe Request frame body) as follows:

	Order
	Information
	Notes

	TBD
	Relay
	The Relay element is present if dot11RelaySTACapable is true.
Root BSSID field of Relay element is reserved in this case.




Instruction to Editor: Please add the Relay element to table 8-27(Association Response frame body) and 8-29(Reassociation Response frame body) as follows:

	Order
	Information
	Notes

	TBD
	Relay
	The Relay element is optionaly present if dot11RelaySupport is true.



Instruction to Editor: Please edit the Relay row in the table 8-31(Probe Response frame body) as follows:

	Order
	Information
	Notes

	TBD
	Relay
	The Relay element is optionally present if dot11RelayCapable  dot11RelaySupport is true.
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