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Abstract
The submission contains a normative text to comment resolutions assigned to 
Giwon Park
. 
The submission shows the changes to the IEEE802.11ai D1.1 and these changes are proposed to be incorporated to the next 802.11ai draft. The comment resolutions are proposed in submission 13/
1322
r0.
The submission 
incorporates
 
802.11ai changes and uses the 
IEEE802.11mc D2.0 as a base standard. 
)



10. MLME
10.1 Synchronization
10.1.4 Acquiring synchronization, scanning
10.1.4.1 General
10.1.4.2 Passive scanning
10.1.4.3 Active scanning

10.1.4.3.8 Probe response collision avoidance [CID 2772, 3226] 	Comment by giwon.park: The contents of subclause 10.1.4.3.8 define the criteria for transmitting Probe Response, there is no need for another subclause.
If a STA with dot11FILSActivated equal to true receives two or more Probe Request frames that meet the criteria to respond as specified in 10.1.4.3.67 [CID 3009] and the STA has dot11OmitReplicateProbeResponses true, the responding STA may cancel the individual addressed response, and then transmit a broadcast addressed probe response or a beacon frame. [CID 2040, 2773, 2849, 2952, 3190, 3338]	Comment by giwon.park: "...the criteria to respond as specified in 10.1.4.3.6" should be "...the criteria to respond as specified in 10.1.4.3.7" since all the criteria are specified in 10.1.4.3.7.	Comment by giwon.park: 1) Which response may be cancelled?
2) If cancelling a response, does the responding STA need to send a broadcast probe response or beacon?

The STA may choose not to respond to Probe Request frames addressed to broadcast address if the responding STA receives an acknowledged probe response addressed to the requesting STA containing the SSID of the responding STA. [CID 3010, 2041, 2774, 3339, 2850, 2953, 2775]	Comment by giwon.park: Comment of CID 2775: This mechanism prevents the STA from discovering the AP with the best link budget conditions simply because another AP STA within the same SSID responded faster due to temporary medium and scheduling behavior. The AP has no ability to identify the link budget and channel conditions between STA transmitting the Probe Req and neighbor AP STA responding with Probe Rsp.

The STA should may [CID 2776] not respond to Probe Request frames addressed to individual or broadcast address if the next TBTT of the responding STA is within dot11BeaconResponseDuration and is no later than any deadline of Probe Response Reception Time if the Probe Response Reception Time element is present in any Probe Request frame, except Probe Request Frame which is including the Request Element. [CID 2779]	Comment by giwon.park: At the AP side transmission Ques and scheduling makes it hard for the AP to follow, thus propose making it a MAY instead of a should.	Comment by giwon.park: Comment of  CID 2779: If the Probe Req included a Request Element and the AP STA responds with a Beacon instead of a Request Element the non AP STA does not receive fulfiling response.
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