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Abstract
This document proposes resolution to TGaj D0.01 CID 33, 35, 66, 125, 132, 142 and 151 in CC12.
	CID
	Clause
	Page
	Line
	Type
	Comment
	Suggestion Remedy
	Remark

	33
	
	20
	26
	TR
	"Details will be provided later."

That's OK in a call for comments,  but not in a letter ballot.   All unavoidable TBDs must be resolved prior to ballot.


	Fill in the details prior to ballot.


	


Proposed resolution: Revised.
The details have been specified in the text proposal in 11-14/0759r4. 

	CID
	Clause
	Page
	Line
	Type
	Comment
	Suggestion Remedy
	Remark

	35
	
	20
	39
	ER
	"In purpose of spatial sharing, "

Sorry,  but this is not intelligible English.
	Reword to English.
	


Proposed resolution: Revised
The text of “In purpose of spatial sharing, an SSW-ACk frame shall also be sent by the responder to the PCP/AP with the best TX sector, which indicates the beamforming information between the initiator and the responder” has been changed to “In order to achieve spatial sharing, an SSW-ACk frame shall also be sent by the responder to the PCP/AP with the best TX sector, which indicates the beamforming information between the initiator and the responder”.
	66
	9.33.12
	19
	23
	GR
	"A PCP/AP can support ...." it is not a standard way to describe a device's capability.
	change to the sentence such as "When dot11xxxxSupport is true,  a (CDMG) PCP/AP......"
	


Proposed resolution: Revised
The text of “A PCP/AP can support the scheduling of opportunistic data transmission between two or more DMG STAs in a channel in which the BSS or PBSS does not reside”  has been changed to “When dot11OpportunisticTxSupport is true, a CDMG PCP or AP is capable of supporting the scheduling of opportunistic data transmission between two or more DMG STAs in a channel in which the BSS or PBSS does not reside”.
	125
	
	
	
	TR
	The lengths for Next A-BFT and N BIs A-BFT in Figure 8-34b are not same as in the 11ad or 11mc specifications. Both should be 4 bits.

This is the reason why having a "Replace ..." instruction is dangerous (see other comment).
	Use the same length as in 11ad. Better yet, change the instruction as in the other comment.
	


Proposed resolution: Revised
The text has been changed to the text proposal specified in 11-14/0783r0 
	132
	
	42
	26
	TR
	Is there any modification in power management with the new 11aj features?
	
	


Proposed resolution: Reject
No detailed information is provided for this comment during the comment resolution period, so it is an invalid comment.

	142
	
	
	
	TR
	No specific mechanism for multicast service in 60-GHz communication is defined
	MAC mechanism for multicast services and backup beamforming scheme should be demonstrated.
	


Proposed resolution: Reject
No detailed information is provided for this comment during the comment resolution period, so it is an invalid comment.
	151
	
	42
	26
	TR
	Two tri-band (2.4/5/60 GHz) STAs might use beamformed Control PHY to setup initial link when they are out of the coverage of  quasi-omni Control PHY .
	Provide an explicit scenario and the corresponding mechanism in detail for discussion.
	


Proposed resolution: Reject
No detailed information is provided for this comment during the comment resolution period, so it is an invalid comment.
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