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TGaq Editor: Insert clause 8.3 in TGaq draft as suggested below:
8. Frame formats
8.3 Format of individual frame types
8.3.3 Management frames
8.3.3.2 Beacon frame format
Change Table 8-27 in subclause 8.3.3.2 by inserting the following rows (ignoring the header row):
Table 8-27—Beacon frame body

	Order
	Information
	Notes

	<prior amendment max>+1
	Service Hash
	The Service Hash element is optionally present if dot11UnsolicitedPADActivated is true.

	<prior amendment max>+2
	Service Hint
	The Service Hint element is optionally present if dot11UnsolicitedPADActivated is true

	<prior amendment max>+3
	Supported ULP
	The Supported ULP element is optionally present if dot11EncapsulatedPADActivated is true


8.3.3.9 Probe Request frame format
Change Table 8-33 in subclause 8.3.3.9 by inserting the following rows (ignoring the header row):
	Order
	Information
	Notes

	<prior amendment max>+1
	Service Hash
	The Service Hash element is optionally present if dot11SolicitedPADActivated is true.


8.3.3.10 Probe Response frame format
Change Table 8-34 in subclause 8.3.3.10 by inserting the following rows (ignoring the header row):
	Order
	Information
	Notes

	<prior amendment max>+1
	Service Advertisement
	The Service Hash element is optionally present if dot11SolicitedPADActivated is true.

	<prior amendment max>+2
	Supported ULP
	The Supported ULP element is optionally present if dot11EncapsulatedPADActivated is true
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This document contains proposed Clause 8.3 changes for the 802.11aq amendment based on LB208 CIDs #1166, #1431, #1626, #1626, and #1627.
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