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Discussion:
The issue raised by CID 7083 is agreed. However, the adopted Resolution to CID 7083 as in Doc. 11-15/447r1 (by Motion #246) is incorrect for the following reasons:

1.    Short SSID Indictor, just like many other presence indicators in the FILS Discovery frame, is used for parsing the frame properly. If we don’t pass the other presence indicators through MLME-SAP, we shouldn’t pass along this one either.

2.    The parameters that are truly interested by the upper layer is the SSID and Short SSID, not the indicator. 

Proposal: to reconsider the resolution to CID 7083 by accepting the changes to 11ai D4.0 as follows:
TGai Editor: Replace the SSID/Short SSID row in the table for BSSDescriptionFromFD in clause 6.3.3.3.2 in 11ai D4.0 with the following two rows , excluding the title row:
	Name
	Type
	Valid range
	Description
	IBSS adoption

	SSID
	Octet string.
	As defined in the

SSID element.
	The SSID of the found BSS. This parameter is present if the Short SSID Indicator in the received FILS Discovery frame is equal to 0. 
	Do not adopt

	Short SSID
	Integer
	As defined 

in

the Reduced Neighbor Report element.
	The Short SSID of the found BSS. This parameter is present if the Short SSID Indicator in the received FILS Discovery frame is equal to 1.
	Do not adopt


Abstract


This document proposes to reconsider the comment resolution of CID 7083 as in Doc. 11-15/447r1 and to accept the changes proposed in this document instead.  
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