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Summary
P802.11_D1.0 indicates that a STA need not support LPD if it supports EPD. It seems better to require that all STAs support LPD. The current 11ak PICS also accidentally used an item used in 802.11REVmc, which needs to be fixed.
Comment Resolutions

	CID
	Clause
	Comment
	Proposed Change
	Resolution

	97
	B.4.3
	CF32 is already used in REVmc D4.0
	Use a different number.   Check with all your baseline documents first.


	Revise: replace CF32 with CF33. See 15/725r0.

	128
	B.4.3
	Are GLK requirement and EPD requirement independent? I got a feeling that if a STA is GLK capable, then it may be EPD capable.
	Clarify the relation between these two capabilities.
	The GLK and EPD requirements are independent.

	230
	B.4.4.2
	We must make FT43 and FR44 mandatory. Otherwise future 11ak devices would not be backward compatible with non-11ak devices.
	Change Status column.
	Accept.

	308
	10.48
	It is not clear whether EPD STAs must also support LPD.
	Clarify.
	Revise: As per CID 230, all STAs must support LPD. See 15/725r0.


11ak Draft Changes
Proposed changes to 10.48 and Annex B are tracked below.

10.48 EPD Operation
Add the following sentence at the end of the first paragraph:
EPD support is not required for a STA to support GLK.
B.4.3 IUT Configuration  

Insert the following entry:  

	Item
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UT configuration 
	References 
	Status 
	[image: image2.png]


Support 

	CF33 
	GLK enabled STA 
[image: image3.png]


 
	10.47 (GLK Operation) 
	(NOT CF31):O 
	Yes ◻︎ No ◻ N/A ◻ 


B.4.4.2 MAC frames  

Editorial Note: If EPD become the mandatory mode for OCB, then FT43 and FR44 should be “(NOT CF31):M  O”.
Insert the following entries:  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Item 

	MAC frame 
	References 
	[image: image5.png]


Status 
	Support

	FT43 
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	LPD MSDU 
	5.1.4 (MSDU format) 
	M
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	Yes ◻︎ No ◻ N/A ◻ 

	FT44 
	EPD MSDU 
	5.1.4 (MSDU format), 10.48 (EPD Operation) 
	O 
	Yes ◻︎ No ◻ N/A ◻ 

	FR44 
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	LPD MSDU 
	5.1.4 (MSDU format) 
	[image: image9.png]



M 
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	Yes ◻︎ No ◻ N/A ◻ 

	FR45 
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	EPD MSDU 
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	5.1.4 (MSDU format), 10.48 (EPD Operation) 
	FT44:M 
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	Yes ◻︎ No ◻ N/A ◻ 


B.4.4.4 MAC addressing functions  

Insert the following entries:  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Item 
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MAC Address function 
	References 
	Status 
	Support 

	AD12 
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	Receive SYNRA 
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	9.42 (SYNRA address filtering operation) 
	(CF33 AND NOT CF1):M 
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Yes ◻︎ No ◻ N/A ◻ 

	AD13 
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	Transmit SYNRA 
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	9.42 (SYNRA address filtering operation) 
	(CF33 AND NOT CF2.1):O 
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Yes ◻︎ No ◻ N/A ◻ 


Abstract


Proposed resolutions for four comments related to EPD/PICS.
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