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January 21, 2016 (Thursday)
16:00 – 18:00 ET
1. Stephen McCann (Chair Pro Tem) called the meeting to order at 16:08 ET.
2. Number of attendees: 12.

3. Chair went through IEEE patent policy and other guidelines

· Call for potentially essential patents: no response from participants.

4. Agenda 
· The agenda (as shown in agenda slide deck 11-15/1515r6) was approved by unanimous consensus.
5. TGaq architecture issues 
· Figure 4-8 and 4-11 (ARC figure updates in REVmc 5.0)
· Stephen McCann (BlackBerry) presented document 11-16-0133r1.
· Skipped slide 2.

· Slide 3: 

· Outstanding issues: what those dotted-lines mean? If STA1 and STA4 are connected?
· The location of the proxy: could be a server locally attached to the DS or a server accessible via the portal.

· Assumption: there is one proxy assigned to each ESS
· It is a distributed logical entity.
· It can be reached by the service and each AP.
· If we don’t need to show the location of the proxy, REVmc Figure 4-8 doesn’t need to be updated for 11aq.

· Slide 4: 

· Need more layering (SME, MAC, PHY) showing the logical connections between each corresponding layer of the peers.

· Proxy client is above the SME.

· SME (on the STA) decides to use unsolicited PAD, solicited PAD or ANQP.

· SME (on the STA) creates the contents of the Probe Request and ANQP request. (note that MLME creates the frames).
· Proxy server contains a list of services available after association.
· ANQP terminates in the advertisement server.

· The advertisement server communicates with the proxy server.

· The AP communicates with the proxy server (for unsolicited PAD and solicited PAD).

· Rename Proxy server to “service information registry”

· Rename Proxy client to “service information client” 

· Put the new figure in section 4.5.9 and include the interworking (11u) aspects. 

· The document will be updated to r2.
· Updates of diagrams
· Addition to descriptive text
· Stephen will do it offline.

· 11ak: no impact by 11ak, since there is no GLK before association.

· Next step: TGaq will review updated diagram and descriptive text in future teleconferences and will invite ARC SC members to join those telcos. Once TGaq reaches a conclusion, at some point, will send it to ARC SC for blessing. 
6. AoB: 
· None.

7. Adjourned at 17:15 ET.
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Minutes of joint TGaq ARC SC meeting held on January 21st, 2016 during Atlanta interim meeting.
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