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Abstract
This submission proposes resolutions for multiple comments related to TGax D0.1 with CID #152
·  


Revisions:
· Rev 0: Initial version of the document
· Rev 1: Added change as suggested by Jinjing
 





































[bookmark: _GoBack]Interpretation of a Motion to Adopt

A motion to approve this submission means that the editing instructions and any changed or added material are actioned in the TGax Draft.  This introduction is not part of the adopted material.

Editing instructions formatted like this are intended to be copied into the TGax Draft (i.e. they are instructions to the 802.11 editor on how to merge the text with the baseline documents).

TGax Editor: Editing instructions preceded by “TGax Editor” are instructions to the TGax editor to modify existing material in the TGax draft.  As a result of adopting the changes, the TGax editor will execute the instructions rather than copy them to the TGax Draft.

	CID
	Commenter
	P.L
	Comment
	Proposed Change
	Resolution

	152
	Alfred Asterjadhi
	1564.29
	HE operation element and broadcast TWT element need to be added to the list of critical updates in this subclause (TIM broadcast).
	As in the comment
	Accepted —

Agree in principle with the comment. See the proposed text below.


TGax editor to make the changes shown in 11-16-xxxxr0 under all headings that include CID 152.



Discussion: None

11.2 Power management 
11.2.2 Power management in a non-DMG infrastructure network
11.2.2.17 TIM Broadcast
TGax Editor: Change the paragraph below as follows: 
The  AP  shall  increase  the  value  (modulo  256)  of  the  Check  Beacon  field  in  the  next  transmitted  TIM frame(s) when a critical update occurs to any of the elements inside the Beacon frame. The following events shall classify as a critical update:
a) Inclusion of a Channel Switch Announcement element
b) Inclusion of an Extended Channel Switch Announcement element
c) Modification of the EDCA parameters element
d) Inclusion of a Quiet element
e) Modification of the DSSS Parameter Set
f) Modification of the CF Parameter Setelement
g) Modification of the HT Operation element
h) Inclusion of a Wide Bandwidth Channel Switch element
i) Inclusion of a Channel Switch Wrapper element
j) Inclusion of an Operating Mode Notification element
k) Inclusion of a Quiet Channel element
l) Modification of the VHT Operation element
m) Inclusion Modification of an HE Operation element (#152)
n) Inclusion of a Broadcast TWT element (#152)
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