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	Axx1455
	Joseph Levy
	72.17
	17
	11.24.16.3.1
	Align the style of the text so that it matches the base line text it is being inserted into.  Change from "set to true"  to "true" and "shall be set" to "shall be true"
	Chang text to: "A GLK STA with dot11GLKGCRImplemented true shall implement the GLK-GCR procedures defined in 11.24.16.4.2 (GLK-GCR unsolicited 20 retry) and 11.24.16.4.3 (GLK-GCR block ack).  When dot11GLKGCRImplemented is true the GLK-GCR Supported bit shall be 1 in the GLK Capabilities Flags field in the GLK Capabilities element, to indicate support for GLK-GCR, otherwise the bit is 0."
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	1452
	Joseph Levy
	65.41
	41
	10.24.10.2
	The placement of the NOTE does not seem to make sense.  Move the NOTE to an appropriate location
	Have the NOTE follow the bulleted list of the reference text in IEEE 802.11-2016, not following the : as it is shown in the amendment.
	Counter: Delete the note referred in the comment. GLK-GCR Scoreboarding is described in 10.24.10.2.a
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


11.24 Wireless network management procedures 

11.24.16 Group addressed transmission service

11.24.16.3 GCR procedures

11.24.16.3.1 Overview

Replace the following in CL. 11.24.16.3.1


A GLK STA with dot11GLKGCRImplemented true shall implement the GLK-GCR procedures defined in 11.24.16.4.2 (GLK-GCR unsolicited retry) and 11.24.16.4.3 (GLK-GCR block ack).  When dot11GLKGCRImplemented is true the GLK-GCR Supported bit shall be 1 in the GLK Capabilities Flags field in the GLK Capabilities element, to indicate support for GLK-GCR, otherwise the bit is 0.
Abstract





This submission resolves GLK-GCR related comments from LB 227. This submission resolves the following comments: 1452 and 1455.
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