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Abstract
This document contains the primilinary answers to some of the technical feasibility questions asked in the Light Communications TIG draft output report. 










LC Technical Feasibility
How does LC work?
[bookmark: _GoBack]Any baseband electrical signal that is supplied to a light-emitting diode (LD) generates a light output with intensity proportional to the amplitude of the electrical signal. As a diode only works for positive current/voltage, the electrical signal needs to be positive only. Bipolar communication signals are typically realized around a positive bias (operating) point for which the LED/LD is active and has a linear input-output characteristic. The relationship between voltage and current is somewhat linear, but the current-to-light relationship of the device is typically more linear. As a result, the information is typically encoded into the current of the electrical signal used to drive the LED/LD. The LED/LD diode effectively serves the purpose of an upconverter that generates light-frequency waves with intensity proportional to the electrical current that flows through the device. The spectrum of the electromagnetic radiation is not correlated with the information signal and is dependent on the material/physical implementation of the LED/LD. For LEDs, this spectrum is typically very wide, while for LDs it is typically much narrower, yet still quite wider than the bandwidth of the baseband information signal itself. [1,2]
Any light that is incident on a photodetector such as a photodiode leads to current flowing through the device, which is proportional to the light intensity. As a result, a photodiode converts light variations into current variations or a light information signal into a current information signal. The current information signal is then treated as any other electrical baseband information signal in a communication system. [1,2]
How does LC work in a bright room with sunlight?
The information signal is encoded in the light intensity variations. For high speed communication, these intensity variations are quite fast as the bandwidth of the information signal is in the order of tens to hundreds of MHz. Variations in sunlight and ambient light from light sources are quite constant relative to the light used for communication. As a result, they lead to low-frequency signal interference that is easily avoided/filtered out. This is especially easy when an OFDM based communication protocol is used. 
The only possible detrimental effects due to ambient light can occur when the ambient light is strong enough to saturate the receiver. This is very hard to achieve in practice for any reasonable communication scenario. Further issue caused by background light is additional shot noise (modelled as Gaussian noise) in the receiver circuitry. In typical short-distance scenarios, this noise component is not strong enough to significantly compromise the system performance. A typical communication system can function even under very high sunlight illumination levels. [1,11]
How does LC work when you turn off the lights?
Visible light communication would typically not work, when you turn off the lights. In certain scenarios, one could resort to very low light illumination (lights are dimmed down to the point when they appear to be completely off) using extremely sensitive light detectors such as photomultipliers or avalanche photodiodes (APDs). However, for typical visible light communication systems that are currently being envisioned, communication would not be possible when the lights are off. In such a scenario, one would resort to infrared light for communication and/or radio frequency communication. [1,4,8,12]
Can we see LC lights flicker?
The human eye cannot really discern light changes above 10 kHz. Because communication lights change intensity (flicker) at rates in the order of 10s or 100s of MHz, no visible flickering effects should occur in a VLC system. [3]
Is the in flicker created by modulation safe?
No extensive studies have been done on this effect. However, one would assume that it is no more harmful than is the flickering of a TV screen, computer screen or a mobile phone screen. [3]
Is LC a line-of-sight technology?
By design, light communication can be made line-of-sight or non-line-of-sight technology. It all depends on the communication scenario and the technology that is employed. [1,4,5]
If LC is a non-line-of-sight technology, then how is it more secure than other wireless technologies?
Light radiation (especially visible light radiation) is significantly easier to constrain and police compared to RF radiation. In addition, the extremely short light wavelengths lead to significant attenuation effects even over moderate distances. This leads to more confined operating environments where secrecy rates become relevant. [6,7]
Will LC work in my pocket?
It is expected that when a LC enabled device is placed in one’s pocket, the communication protocol that is used will rely on RF communication. Light communication is envisioned as a technology complimentary to RF communication. [8]
Can we enable LC to be Full-Duplex in 802.11?
Full-duplexing in light communication can be achieved using the same or different wavelengths (colors) for the uplink and downlink links. The uplink could use infrared radiation at a certain wavelength, whereas the downlink could use visible light or infrared radiation depending on the illumination scenario. [9]
Are LC systems subject to multipath fading? 
Light communication systems employ incoherent modulation and demodulation. The light photons themselves interact constructively and destructively between each other. As there is no correlation between the individual light modes, the light that reaches a given surface on average is the same. At the same time, a typical photodiode detector has an area (in the order of mm) that is much larger than the size of an individual photon (in the order of hundreds of nm to a few um). Hence, receiver diversity over thousands of transmission wave modes is achieved in a photodetector, which mitigate some fading effects [1,10]. This should not be confused with multipath interference and inter-symbol interference, which still exist. 
How does the backhaul work?

The backhaul in light communication systems is expected to work as the backhaul for any wireless access network. The information signal at the two ends of the backhaul network (transmitting and receiving) is equivalent for an RF and for a light communication system. In terms of networking, the light communication systems are expected to provide much denser deployment of access points, which would lead to better frequency reuse from the point of view of the wireless access network, however, it would lead to denser and potentially more complicated backhaul networks. The tendency in wireless communications, however, has always been towards smaller and more densely deployed cells. Light communication is a natural extension of the existing communication paradigm stemming from this tendency. As an example, power over Ethernet (PoE) could be used to provide both data and power to the LED lighting. This has been done very effectively in the Edge Building in Amsterdam where over 6500 LED lights have been connected using PoE to provide saving in both installation costs and time [13]. For retrofitting of LiFi into building and environments where modern communication infrastructure does not exist, power line communication (PLC) could be used. [9] 
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