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Abstract
This submission contains spec text to be incorporated in P802.11ba D0.2 related to these motions: 
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Editing instructions formatted like this are intended to be copied into the TGba Draft (i.e. they are instructions to the 802.11 editor on how to merge the text with the baseline documents).

TGba Editor: Editing instructions preceded by “TGba Editor” are instructions to the TGba editor to modify or insert material in the TGba draft.  As a result of adopting the changes, the TGba editor will execute the instructions rather than copy them to the TGba Draft.

· [bookmark: RTF37393831373a2048322c312e]Management and Extension frame body components31.5 Power mangement with WUR
· [bookmark: RTF33333733343a2048332c312e]Elements31.5.1 WUR Mode Setup
9.4.2.262 WUR Mode element
TGba Editor: Instruction: Please add follwoing paragraph after 4th paragraph:

[bookmark: _GoBack]After a WUR non-AP STA has negotiated WUR service with a WUR AP, the WUR AP may update the WUR parameters with the WUR non-AP STA in WUR mode, or WUR Mode Suspend, respectively, by using the PCR component to initiate and complete a successful frame exchange, which includes an unsolicited WUR Mode Setup frame with the Action Type in WUR Mode element set to “Enter WUR Mode Response”, or “Enter WUR Mode Suspend Response”, respectively, from the WUR AP and an Ack frame from the WUR non-AP STA. 


Straw poll: Do you support to add the above paragraph to 11ba draft spec?
Y:
N:
A: 
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