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Abstract
Proposed comment resolution for CID 1243 (TGm LB232).
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CID 1243

	CID
	Clause Number(C)
	Page
	Comment
	Proposed Change

	1243
	11.23.3.3.1
	2207.37
	The use of the CAG (which is effectively ANQP response caching) in a STA can be used in any STA, not just a FILS STA. To some extent CAG is independent of FILS, even though it was introduced in the 11ai roll-up. In addition this clause is the ANQP behavior clause, which should have no dependancy on FILS.
	Change the text "A FILS STA" to "A STA" at the start of the cited sentence



Discussion

Note: P2207.37 refers to D1.0 which is in D1.4 on page 2366


Context: D1.4  P2366
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The comment correctly identifies that the cited clause does not only relate to FILS but to a STA in general.

Proposed Resolution:


Accept.
Submission	page 4	Marc Emmelmann (Koden-TI)

image1.png
36
37
38
39
40
41
42
43
44
45
46
47
48
49

A FILS STA that makes use of the CAG Version is subject to the following:

The STA may obtain the CAG Version from the CAG element received in Beacon or Probe
Response frames.

The STA searches its cached information using either the BSSID, HESSID, or SSID of the AP as an
index to obtain the correct cached ANQP CAG Version entry.

If the cached ANQP CAG Version does not match the CAG version received in Beacon or Probe
Response frames, the STA should transmit an (#356)ANQP request for any of the ANQP-elements
contained within the CAG. (#353)If the CAG Versions do match, the STA should use the cached
ANQP elements corresponding to the CAG Version for network discovery(11ai).




