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Interpretation of a Motion to Adopt

A motion to approve this submission means that the editing instructions and any changed or added material are actioned in the TGax Draft.  This introduction is not part of the adopted material.

Editing instructions formatted like this are intended to be copied into the TGax Draft (i.e. they are instructions to the 802.11 editor on how to merge the text with the baseline documents).

TGax Editor: Editing instructions preceded by “TGax Editor” are instructions to the TGax editor to modify existing material in the TGax draft.  As a result of adopting the changes, the TGax editor will execute the instructions rather than copy them to the TGax Draft.
	CID
	Page
	Clause
	Comment
	Proposed Change
	Resolution

	20107
	187.01
	9.4.2.243
	VHT Operation element is not present if the VHT Operation Information field is present in the HE Operation element. Please replace "VHT Operation element" with "VHT Operation element (if present)". Also one "6 GHz band"addition is missing in clause 11.7. Please refer to 11-18/1211r6.
	As in comment.
	Revised-

Agree with the comment in principle. Proposed resolution accounts for the suggested change.

TGax editor please make the changes as shown in 11-19/1184 r0

	20425
	238.37
	10.4
	Now that 10.4 also mentions dynamic fragmentation, the title needs to mention that A-MSDUs can be fragmented.
	Change the subclause title to "MSDU, A-MSDU and MMPDU fragmentation".  Similarly, 10.5.
	Accepted-

	20759
	
	
	Re CID 16175: the term "dynamic" is much vaguer than the term "variable-length"!
	Change "dynamic fragmentation" to "variable-length fragmentation" throughout
	Rejected-

Now it has a clear definition for dynamic fragment in subclause 26.3.1 (General) of 802.11ax D4.2. Moreover, variable-length fragmention can not fully reflect this feature, i.e., dynamic fragmentation allows to retransmit the full MSDU, A-MSDU or MMPDU if all the previously transmitted

dynamic fragments of that MSDU, A-MSDU or MMPDU have explicitly failed at the receiving STA.

	
	
	
	
	
	


Discussion: …
9.4.2.243 HE Operation element 
TGax Editor: Modify the following paragraph of subclause 9.4.2.243 
The operation of HE STAs in an HE BSS is controlled by the following: 

— The HT Operation element and the HE Operation element if operating in the 2.4 GHz band

— The HT Operation element, VHT Operation element (if present) and the HE Operation element if operating in the 5 GHz band (#20107)
— The HE Operation element if operating in the 6 GHz band
The format of the HE Operation element is defined in Figure 9-772h (HE Operation element format).
TGax Editor: Modify the following titles of subclause 10.4 and 10.5  
10.4 MSDU, A-MSDU and MMPDU fragmentation (#20425)
10.5 MSDU, A-MSDU and MMPDU defragmentation (#20425)
Abstract


This submission proposes resolutions of comments received from TGax LB238. (The proposed change is based on TGax Draft 4.2)
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Revisions:


Rev 0: Initial version of the document.
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