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This submission presents a suggested comment resolution for CID(s) 2579 on REVmd D2.0
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	CID
	LB
	Draft
	Page
	Line
	Clause
	Comment
	Proposed Change

	2579
	236
	2
	2133.00
	7
	11.1.4.3.4
	"A FILS STA may choose  not to respond to Probe Request frames from a FILS STA
addressed to broadcast address if the responding STA receives an acknowledged probe response addressed
to the requesting STA containing the SSID of the responding STA." -- it's not clear which is the "responding STA" here since this is about a FILS STA choosing not to respond!
	Change to "A first FILS STA may choose  not to respond to Probe Request frames from a second FILS STA
addressed to the broadcast address if the first STA receives an acknowledged probe response addressed
to the second STA containing the SSID of the first STA."
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Context of the comment (D2.0 P2133)
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The comment identifies a potentially confusing wording and provides a suggested rewording.
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The FILS STA shall respond with the next Beacon frame, as described in Clause 11.1.3 (Maintaining
synchronization), to Probe Request frames addressed to individual or broadcast address if all of the
following conditions are met:

—  The STA is queuing a Beacon frame for transmission;

—  The next TBTT of the responding STA is within dot]1 1FILSBeaconResponseWindow;
—  The next TBTT is no later than any deadline of Max Channel Time indicated in the FILS Request
Parameter element of the Probe Request frame(s), if present; and

—  The Beacon frame contains all elements requested by the Request element(11ai).
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If the next Beacon (#1343)frame is not used as a response, a Probe Response frame is transmitted. The Probe
Response frame shall be addressed to the broadcast or the address of the transmitter of the Probe Request
frame. The Probe Response frame may be transmitted to all or some of the Probe Request frames received
from FILS STAs. A FILS STA may choose not to respond to Probe Request frames from a FILS STA
addressed to broadcast address if the responding STA receives an acknowledged probe response addressed
to the requesting STA containing the SSID of the responding STA. (11ah)A non-S1G AP shall remain in the
awake state, and shall respond to probe requests, subject to the criteria above(llai).




