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Make Link Measurement Request and Report frames Robust and Class 3 in DMG, similar to other bands.





Discussion:

Link Measrement Request and Link Measurement Report frames are not defined as Robust in DMG, unlike other bands. As a result, these frames wil not be encypted when management frame protection service is enabled in DMG.

Also, they are defined as Class 1 frames in DMG, again unlike other bands. After reviewig existing implementations and certification programs,

· We are not aware of 60 GHz products that (1) use these two frames (pre- or post-association), and (2) have implemented the 802.11 management frame protection, e.g., products that are WFA PMF certified.

· We are not aware of implementations that use these two frames as Class 1.

We propose to remove the DMG exceptions for these two frames by (1) defining them as Robust, and (2) making them Class 3, i.e., the same definition for these two frames in all bands.



9.4.1.11 Action field
 
Table 9-53—Category values
 
	Code
	Meaning
	See subclause
	Robust
	Group
addressed
privacy

	5
	Radio Measurement
	9.6.6 (Radio
Measurement
action details)
	See NOTE 1Yes
	No

	 
	…
	…
	…
	 


 
NOTE 1—Radio Measurement frames are robust, except for Link Measurement Request and Link Measurement Report frames in a DMG BSS.
 
11.3.3 Frame filtering based on STA state
…
The frame classes are defined as follows:
 
                a) Class 1 frames
                                …
                                2) Management frames
                                                …
                                               vii) In a DMG BSS, Link Measurement Request and Link Measurement Report frames
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