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CID 22392
	CID
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	22392
	244.5
	
	CID 20760.  It needs to be specified (cf. "If the Beamformed field in HE-SIG-A of an HE sounding NDP is 1, then the receiver of the HE sounding

NDP should not perform channel smoothing when generating the compressed beamforming feedback report." in 27.3.16 HE sounding NDP)
	At the end of the row for Beamformed in Table 27-18--HE-SIG-A field of an HE SU PPDU and HE ER SU PPDU and Table 27-28--User field format for a non-MU-MIMO allocation. add "If this is set to 1, the receiver of the PPDU should skip three times and say yahoo."
	REJECTED
First of all, the commenter fails to give a valid proposed change.

Moreover, how the receiver handles the field is up to implementation, like below and which is also shown in the resolution of CID 20760.
The bit is used to indicate the behavior at the Tx side, and let the Rx know if beamforming steering matrix is applied to

the waveform or not, whilst how to implement/behave at the Rx side is up to implementation. As it has its meanings for both SU PPDU and ER SU PPDU. The beamformed field should not be set to reserved for both PPDUs.


Abstract


This submission contains proposed comment resolutions to comments on D5.0.





CID 22392 are resolved in this document.
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