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Abstract
This submission proposes additional rules to the Medium synchronization recovery procedure in 0132r3 and resolve the following TBD:
“While the MediumSyncDelay timer is running at a STA, it shall perform CCA and shall not transmit a frame that initiates a TXOP except under TBD conditions.” 





Interpretation of a Motion to Adopt

A motion to approve this submission means that the editing instructions and any changed or added material are actioned in the TGbe Draft. The introduction and the explanation of the proposed changes are not part of the adopted material.

Editing instructions formatted like this are intended to be copied into the TGbe Draft (i.e. they are instructions to the 802.11 editor on how to merge the text with the baseline documents).

This document proposes spec text contribution for the following highlighted TBD in the following motions that passed in 11be:

In R1, if during a transmission of a STA (STA-1) of a non-STR non-AP MLD, another STA (STA-2) of the same MLD cannot detect its medium state when required (due to STA-1’s UL transmission interference), STA-2 shall start a MediumSyncDelay timer at the end of STA-1’s transmission, unless the STA-2 ended a transmission at the same time.
· The MediumSyncDelay timer expires after a duration value that is either assigned by AP or a default value in the specification or if at least either of the following events happens: 
· any received PPDU with a valid MPDU,
· a received PPDU whose corresponding RXVECTOR parameter TXOP_DURATION is not UNSPECIFIED,
whichever happens first. 
· STA-2 shall perform CCA until the MediumSyncDelay timer expires. Additional TBD exceptions may be considered.
NOTE – It is TBD whether STA-2 is required to start the MediumSyncDelay timer if the transmission of STA-1 is shorter than TBD duration.
[Motion 150, #SP373, [92] and [273]]



Proposed spec text:

TGbe editor: Modify the following text in 35.3.13.7 Medium synchronization recovery procedure in 132r3 as follows:

35.3.13.7 Medium synchronization recovery procedure



While the MediumSyncDelay timer is running at a STA, the STA shall perform channel access using EDCA according to the following rules: 
· It shall perform CCA and not attempt to initiate more than MSD_TXOP_MAX number of TXOPs using EDCA. 
· It shall transmit an RTS as the first frame to initiate any TXOP for UL data/management frame exchange. 	Comment by Das, Dibakar: “it shall transmit an RTS as the first..”	Comment by Das, Dibakar: done	Comment by Das, Dibakar: YHn: Allow short frame like PS-Poll or QoS-Null 	Comment by Das, Dibakar: This is not part of this PDT as we only talk about how to initiate a TXOP. PS-Poll does not typically initiate a TXOP. 
· It shall use a special ED threshold (dot11MSDOFDMEDthreshold) value ( see 36.3.19.6 CCA sensitivity). 

A non-AP STA shall use a default MSD_TXOP_MAX value of 1 and dot11MSDOFDMEDthreshold value of -62dBm respectively. The STA shall update the MSD_TXOP_MAX value and dot11MSDOFDMEDthreshold with the one in the TBD field of the TBD element in the most recent frame received from its associated AP.The value of MSD_TXOP_MAX assigned by the AP in the element (if present) shall be at least 1. The value of dot11MSDOFDMEDthreshold assigned by the AP in the element (if present) shall be less than or equal to the default value. 

·   it shall perform CCA and shall not transmit a frame that initiates a TXOP except under TBD conditions. 
Note- If either the intra-BSS NAV or the inter-BSS NAV is non-zero in a STA when it starts the MediumSyncDelay timer, the STA does not transmit any PPDU using EDCA until both NAV expires. 	Comment by Das, Dibakar: Morteza: … until “both” NAVs expire.	Comment by Das, Dibakar: Fixed. 

The AP associated to a non-AP STA that has started a MediumSyncDelay timer should transmit a Trigger frame to this STA soliciting UL PPDU if both the following conditions are true:
· the AP does not have frame exchanges already scheduled with another STA.
· the AP MLD containing the AP has received a TBD signal from another STA affiliated to the same MLD as the STA that has started the timer that the latter STA intends to transmit an UL PPDU (see xxx). 	Comment by Das, Dibakar: Chunyu: This sentence really reads awkwardly and doesn’t seem to be complete either. I don’t have a suggestion as not understanding what it tries to say …	Comment by Das, Dibakar: Basically, it says the following: Assume, a STA-1’s transmissions causes the blindness issue and STA-1’s transmission contains some signal to AP saying that a STA-2 has something to txmit. Then the AP-2 should transmit a TF to STA-2 to help it come out of blindness recovery soon.  Any better wording is welcome. 	Comment by Das, Dibakar: 	Comment by Das, Dibakar: 
Note- A STA shall transmit a frame containing the TBD signaling only if it supports this signaling and only to an AP that has indicated support for receiving this frame.   


If the received signal strength on the STA's operating channel exceeds the ED threshold and no start of a PPDU is detected during the aCCAtime (see 36.3.19.6.3 CCA sensitivity for occupying the primary 20 MHz channel) following the end of the transmission event that caused loss of medium synchronization, it is TBD whether the STA shall defer for EIFS as described in 10.3.2.3.7 (EIFS). 
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