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	Abstract	
[bookmark: _Hlk13974497]This submission proposes resolutions for following 4 CIDs received for TGbe CC36: 5329, 5330, 6329, 7881

Revisions:
· Rev 0: Initial version of the document.



Interpretation of a Motion to Adopt

A motion to approve this submission means that the editing instructions and any changed or added material are actioned in the TGbe Draft. This introduction is not part of the adopted material.

Editing instructions formatted like this are intended to be copied into the TGbe Draft (i.e., they are instructions to the 802.11 editor on how to merge the text with the baseline documents).

TGbe Editor: Editing instructions preceded by “TGbe Editor” are instructions to the TGbe editor to modify existing material in the TGbe draft. As a result of adopting the changes, the TGbe editor will execute the instructions rather than copy them to the TGbe Draft.

	[bookmark: 9.4.2.295b.2_Basic_variant_Multi-Link_el][bookmark: _bookmark102]CID
	Commenter
	Clause
	Pg/Ln
	Comment
	Proposed Change
	Resolution

	5329
	Jarkko Kneckt
	9.4.2.240
	126.36
	It is not clear what does it mean that element is present in the Management frame.
	Please  clarify in which part of the management frame, or the element type that can be signaled as non-inherited by the non-inherited element.
	Revised

The cited sentence was updated to clarify that the elements that are not inherited (and hence listed in the Non-Inheritance element) are carried in the frame outside the Basic Multi-Link element.

TGbe editor, please make changes as shown in 11-21-1185r0 tagged 5329

	5330
	Jarkko Kneckt
	9.4.2.240
	126.36
	Different bands (2.4, 5 amd 6 GHz) have different capability elements (HT, VHT, HE) and operations elements. It does not make sense to always list the capabilities not supported by the band as non-inherited elements. For instance, a BSS in the 6 GHz band is not allowed totransmit HT or VHT capabilities or operations elements and signaling these elements with the non-inherit element adds signaling overheads.
	Please define band specific presence rules for the HT and VHT capability and operations elements and avoid their listing in the non-inherited elements of the ML elements.
	Rejected

The Non-Inheritance element is specifically defined to address such use cases. The standard does not need to provide additional mechanisms to solve the same problem.

	6329
	Ming Gan
	35.3.18.2
	284.55
	which part of Basic variant Multi-Link element is carried?
	as in the comment
	Revised

A new sentence is added to the cited paragraph to clarify the contents of the Basic Multi-Link element when carried in the nontransmitted BSSID profile of Multiple BSSID element.

TGbe editor, please make changes as shown in 11-21-1185r0 tagged 6329

	7881
	Yongho Seok
	35.3.2.2
	247.24
	How about is other elements (e.g., Multiple BSSID-Index element, Multiple BSSID Configuration element)? Those IEs can't be included in the Per-STA Profile subelement of the Multi-Link element for a reported AP.
	Please list all IEs that can't be included in the Per-STA Profile subelement of the Multi-Link element for a reported AP.
	Revised

Agree with the comment. The two cited IEs are included in the list of IEs that are not permitted in a link profile. The two paragraphs in clause 35.3.2.1 which list the elements that are not permitted in Basic ML IE are moved to a separate subclause of its own so that it is easy to refer to the exceptions. TIM element is added to the list of elements that are not carried in the per-STA profile. Also provided clarification that such elements are not inherited and are listed in the Non-Inheritance element carried in the profile.

TGbe editor, please make changes as shown in 11-21-1185r0 tagged 7881





TGbe editor: The baseline for this document is 11be D1.4.


9.4.2.240 Non-Inheritance element
TGbe editor: Please update the contents of the following paragraph in this subclause as shown below: 
When present in the Per-STA Profile subelement of a Basic Multi-Link element, the Non-Inheritance element identifies one or more elements that are not inherited by the STA corresponding to the per-STA profile. The identified elements are present in the same Management frame transmitted by the STA that carried contains the Basic Multi-Link element, and are not contained within the Per-STA Profile subelement of the Basic Multi-Link element that carried the Non-Inheritance element[5329].

35.3.20.1 General
TGbe editor: Please update the contents of the following paragraph in this subclause as shown below: 
An AP corresponding to the transmitted BSSID shall not include a Basic Multi-Link element in the Nontransmitted BSSID Profile subelement of a Multiple BSSID element unless the corresponding nontransmitted BSSID is affiliated with an AP MLD. When carried in a Nontransmitted BSSID Profile subelement of a Multiple BSSID element, the Basic Multi-Link element shall not include the Per-STA Profile subelement corresponding to another AP affiliated with the same AP MLD unless conditions defined in 35.3.11 (Multi-link procedures for channel switching, extended channel switching, and channel quieting) are satisfied for the reported AP.[6329]

35.3.2.2	Advertisement of complete or partial per-link information
TGbe editor: Please update the contents of the following paragraph in this subclause as shown below: 
Each Per-STA Profile subelement of the Basic Multi-Link element that is included in a Management frame transmitted by a STA affiliated with an MLD and that carries a complete profile shall consist of the STA Control field to identify the link on which the reported STA operates on and to carry the presence indicators for the subfield(s) within the STA Info field, the STA Info field, and the STA Profile field containing fields and elements based on the following rules:
· If the reporting STA is an AP, the STA Profile field corresponding to the reported AP:
· carries fields and elements in the same order and subject to the conditions as in:
· Table 9-67 (Probe Response frame body) if the frame is an ML probe response.
· Table 9-63 (Association Response frame body) if the frame is an Association Response frame.
· Table 9-65 (Reassociation Response frame body) if the frame is a Reassociation Response frame.
· is subject to inheritance rules defined in 35.3.2.3.1 (Inheritance in the per-STA profile of Basic Multi-Link element) and exceptions specified in [7881]35.3.2.1 3 (Elements not carried in a per-STA profileGeneral).
· does not include the Timestamp field, Beacon Interval field, AID field, SSID element, [7881]TIM ele ment, and BSS Max Idle Period element.
· If the reporting STA is a non-AP STA, the STA Profile field corresponding to the reported non-AP STA:
· carries fields and elements in the same order and subject to conditions as in:
· Table 9-62 (Association Request frame body) if the frame is an Association Request frame.
· Table 9-64 (Reassociation Request frame body) if the frame is an Reassociation Request frame.
· is subject to inheritance rules defined in 35.3.2.3.1 (Inheritance in the per-STA profile of Basic Multi-Link element) and exceptions specified in [7881]35.3.2.1 3 (General Elements not carried in a per-STA profile).
· does not include the Listen Interval field and Current AP Address field.
· Optionally, a Non-Inheritance element appears as the last element in the STA Profile field and carries a list of elements that are not inherited by the reported STA from the reporting STA (see 35.3.2.3.1 (Inheritance in the per-STA profile of Basic Multi-Link element)).


35.3.2.1 General
TGbe editor: Please moved the following paragraphs from this subclause to 35.3.2.3 (Element not carried in a Per-STA profile): 
[7881]An AP affiliated with an AP MLD shall not include a Neighbor Report element, a Reduced Neighbor Report element, a Multiple BSSID element or another Basic Multi-Link element in the Per-STA Profile subelement of the Basic Multi-Link element for a reported AP.
[7881]A STA affiliated with a non-AP MLD shall not include a Basic Multi-Link element in the Per-STA Profile subelement of the Basic Multi-Link element corresponding to a reported STA.

TGbe editor: Please add a new subclause after 35.3.2.2 as shown below: 
35.3.2.3	Elements not carried in a per-STA profile[7881]
TGbe editor: Please moved the following paragraphs from 35.3.2.1 (General) to this subclause and make the updates as shown: 
[7881]An AP affiliated with an AP MLD shall not include a Neighbor Report element, a Reduced Neighbor Report element, a Multiple BSSID element, TIM ele ment, Multiple BSSID-Index element, Multiple BSSID Configuration element or another Basic Multi-Link element in the Per-STA Profile subelement of the Basic Multi-Link element for a reported AP.
[7881]A STA affiliated with a non-AP MLD shall not include a Basic Multi-Link element in the Per-STA Profile subelement of the Basic Multi-Link element corresponding to a reported STA.
If an element listed in this subclause is included in the frame carrying the Basic Multi-Link element, it shall not be inherited by the reported STA and the element shall be listed in the Non-Inheritance element carried in the reporting STA’s per-STA profile.

[7881]TGbe editor: Please update the subclause numbers for existing subclauses that were after the existing 35.3.2.2 subclause: 
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