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CID 5009
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	476.50
	36.3.12.11
	Preamble puncturing can be applied to a non-OFDMA transmission as well. Add a non-OFDMA transmission.
	See the comment
	Revised
Instruction to the Editor: 

Please apply the resolution of CID 6442 and refer to the text in 526.50-51 in D1.1
Same resolution for the following CIDs: 5009, 5430, 5487, 6442, 6470, 7006, 7802, 8129


CID 5430
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	476.50
	36.3.12.11
	This sentence only mentions preamble puncturing in OFDMA and kind of excludes non-OFDMA.
	Revise this sentence to include non-OFDMA.
	Revised

Instruction to the Editor: 

Please apply the resolution of CID 6442 and refer to the text in 526.50-51 in D1.1
Same resolution for the following CIDs: 5009, 5430, 5487, 6442, 6470, 7006, 7802, 8129


CID 5487
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	476.50
	36.3.12.11
	Preamble puncturing can also exist in non-OFDMA transmission
	Add non-OFDMA transmission too
	Revised

Instruction to the Editor: 

Please apply the resolution of CID 6442 and refer to the text in 526.50-51 in D1.1
Same resolution for the following CIDs: 5009, 5430, 5487, 6442, 6470, 7006, 7802, 8129


CID  6442
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	476.50
	36.3.12.11
	Preamble puncturing may exist in non-OFDMA transmission.
	Delete the wording of "using OFDMA transmission" in this setence.
	Accepted
Note to the Editor: 

Please refer to the text in 526.50-51 in D1.1
Same resolution for the following CIDs: 5009, 5430, 5487, 6442, 6470, 7006, 7802, 8129


CID 6470
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	476.50
	36.3.12.11
	Preamble puncturing is said to be exist OFDMA transmission, however it may exist in non-OFDMA transmission as well
	Remove "using OFDMA transmission, so lines 50-51 are modified to "Preamble puncturing may exist in PPDUs transmitted to one or more users. For MU PPDU, U-SIG and EHT-SIG include information on the preamble puncturing"
	Revised

Instruction to the Editor: 

Please apply the resolution of CID 6442 and refer to the text in 526.50-51 in D1.1
Same resolution for the following CIDs: 5009, 5430, 5487, 6442, 6470, 7006, 7802, 8129


CID 7006
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	476.50
	36.3.12.11
	Preamble puncturing is not limited to OFDMA but is relevant for non-OFDMA as well. The phrase 'preamble puncturing may exist in PPDUs transmitted to one or more users using OFDMA transmission' is misleading in this sense. The two following subsections indeed refer to OFDMA and non-OFDMA.
	Add a clarification that puncturing is relevant for non-OFDMA as well, or remove the term OFDMA from this sentence.
	Revised

Instruction to the Editor: 

Please apply the resolution of CID 6442 and refer to the text in 526.50-51 in D1.1
Same resolution for the following CIDs: 5009, 5430, 5487, 6442, 6470, 7006, 7802, 8129


CID  7802
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	476.50
	36.3.12.11
	"Preamble puncturing may exist in PPDUs transmitted to one or more users using OFDMA transmission." preamble puncturing may exist in non-OFDMA transmission as well.
	Revise the sentence to include non-OFDMA transmission.
	Revised

Instruction to the Editor: 

Please apply the resolution of CID 6442 and refer to the text in 526.50-51 in D1.1
Same resolution for the following CIDs: 5009, 5430, 5487, 6442, 6470, 7006, 7802, 8129


CID 8129
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	476.50
	36.3.12.11
	Preamble puncturing is not limited to users using OFDMA transmssion. Delete "using OFDMA transmssion" in the sentence followed by 36.3.12.11.2 (Preamble puncturing for PPDUs in an OFDMA transmission) and 36.3.12.11.3 (Preamble puncturing for PPDUs in a non-OFDMA transmission). This sentence better to be general becuase same description is shown as the first paragragh in 36.3.12.11.2 (Preamble puncturing for PPDUs in an OFDMA transmission)
	as in comment
	Revised

Instruction to the Editor: 

Please apply the resolution of CID 6442 and refer to the text in 526.50-51 in D1.1
Same resolution for the following CIDs: 5009, 5430, 5487, 6442, 6470, 7006, 7802, 8129


Abstract


This submission contains proposed comment resolutions to the following CIDs on P802.11be D1.1:


5009, 5430, 5487, 6442, 6470, 7006, 7802, 8129
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