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Abstract
This submission proposes a resolution for 2 CIDs: CID 8061 and 6483

Revisions:
· Rev 0: Initial version of the document. 
· Rev 1: Modify the resolution by email discussion







CID 8061 and 6483
	CID
	Clause
	PP.LL
	Comment
	Proposed Change
	Resolution

	8061
	9.2.4.6.3a
	71.40
	The number of reserved Control ID is becoming less and less. Consider adding a Control ID Extension subfield to extend more control types
	as in comment
	Rejected

There are 5 Control ID values remained. So it’s better to consider the extension of Control ID later if it’s needed.
Revised

Agree with the commenter and we need to discuss the way.

Instructions to the editor:
Please editor to make the changes shown in 11-21/1512r0.

	6483
	9.2.4.6.3a
	71.45
	I may have missed this discussion - what is ONES?
	Clarify
	Revised

There’s some description in 10.8 (HT Control field operation) but it seems still not clear. So modify the text as follows.

Instructions to the editor:
Please editor to make the changes shown in 11-21/1512r01512r1.




Discussion:

There are some text related to ONES control subfield in 10.8 (HT Control field operation) of 11ax Draft as follow:
[image: ]
[image: ]
26.5.2.4 A-MPDU contents in an HE TB PPDU
[image: ]
Based on that,
STA is required to include the A-Control in HE TB PPDU. For the STA to have the same MAC header size for HE PPDUs which is not HE TB PPDUs would need to always add the A-Control as well. So the STA may include an ONES Control subfield in an MDPU that is not carried in an HE TB PPDU when there’s nothing to report in A-Control subfield.

Discussion end



Proposed texts:

Instructions to the editor, please newly add the text in P201L4 of P802.11be D1.1 as follows:

10.8 HT Control field operation

Change Table 10-11a (Conditions for including Control subfield variants) as follows (only relevant rows shown):
Table 10-11a (Conditions for including Control subfield variants)
	Control subfield variant
	Condition

	ONES
	[bookmark: _GoBack]The transmitting STA may include a ONES Control subfield in an MPDU that is not carried in an HE TB PPDU (see 26.5.2.4 (A-MPDU contents in an HE TB PPDU)) or an EHT TB PPDU when there’s nothing to report in A-Control subfield.
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A non-AP STA shall include an HE variant HT Control field containing the UPH Control subfield in the
frames carried in the A-MPDU of the HE TB PPDU with the following exceptions:

— A UPH Control subfield is not included in any frame if the remaining space in the A-MPDU, after
inclusion of solicited frames that are required to be included in the A-MPDU but cannot contain an
HE variant HT Control field, is not sufficient to contain a frame that can be included in the A-
MPDU and can contain an HE variant HT Control field.

— A UPH Control subfield is not included in a frame if the frame contains Control subfields other than
UPH Control and ONES Control subfields and the remaining space in the HE variant HT Control
field of the frame is not sufficient to contain a UPH Control subfield as well.

— A UPH Control subfield is not included in a frame that is a Control frame.

A non-AP STA shall not include a ONES Control subfield in the HE variant HT Control field of the frames
carried in an HE TB PPDU.
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10.8 HT Control field operation
Change 10.8 as follows (including inserting Table 10-11a):

If dot1 ITHT ControlFieldSupported is true, a STA shall set the +HTC Support subfield of the HT Extended
Capabilities field of the HT Capabilities element to 1 in HT Capabilities elements that it transmits. If
dot11VHTControlFieldOptionImplemented is true, a STA shall set the +HTC-VHT Support subfield of the
VHT Capabilities Information field of the VHT Capabilities element to 1 in VHT Capabilities elements that
it transmits. If dotl1HEControlFieldOptionlmplemented is true. a STA shall set the +HTC-HE Support
subfield in the HE MAC Capabilities Information field to 1 in the HE Capabilities elements that it transmits.

A STA in which at least one of dotl IRDResponderOptionImplemented,
dotl IMCSFeedbackOptionImplemented, and dotl1AlternatetEDCAActivated is equal to true shall set has
dot1 IHTControlFieldSupported or dotl11VHTControlFieldOptionImplemented or both equal to true.
ASTAthat has at least one of dotllTRSOptionlmplemented. dotl1OMIOptionlmplemented,
dot1 IHEBSRControllmplemented. dotl IHEBQRControllmplemented. dotl 1RDResponderOptionlmplemented.
and dot11SRResponderOptionlmplemented equal to true or has dotl IHEMCSFeedbackOptionlmplemented
greater than zero shall set dotl1HEControlFieldOptionlmplemented to true. An HE AP shall set
dot1 1HEControlFieldOptionImplemented to true.

An HT variant HT Control field shall not be present in a frame addressed to a STA, unless that STA declares
support for +HTC-HT in the HT Extended Capabilities field of its HT Capabilities element (see 9.2.4.55).

A VHT variant HT Control field shall not be present in a frame addressed to a STA, unless that STA
declares support for +HTC-VHT in the VHT Capabilities Information field of its VHT Capabilities element
or in the S1G Capabilities Information field of S1G Capabilities elements that it transmits.

NOTE—An HT STA that does not support +HTC (HT, e=VHT, or HE variant) that receives a +HTC frame addressed to
another STA still performs the CRC on the actual length of the MPDU and uses the Duration/ID field to update the
NAV, as described in 10.3.2.4.
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Table 10-11a—Conditions for including Control subfield variants

Control subfield

- Condition
variant

ONES The transmitting STA may include a ONES Control sub-
field in an MPDU that is not carried in an HE TB PPDU
(see 26.5.2.4 (A-MPDU contents in an HE TB PPDU)).

An HE STA that transmits a frame containing an A-Control subfield shall include at least one Control sub-
field in the A-Control subfield and the included Control subfields shall be those that are supported by the
receiving STAs unless the Control ID subfield is 15.

An HE STA that receives a Control subfield in an A-Control subfield with a Control ID subfield value that is
not recognized or not supported by the HE STA shall ignore the Control subfield and the remainder of the A-
Control subfield. If more than one Control subfield is present in an A-Control subfield. the Control subfields
shall not have the same Control ID value.





