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[bookmark: _GoBack]This submission present proposed resolution for the following CIDs: 257, 221, 402, 435, 465, 135, 211, 185, 551, 386.  The proposed changes for the remaining CIDs are based on REVme/D0.4.

Revision history:
R0 – initial version




	CID
	Clause
	Page
	Line
	Comment
	Proposed Change

	257
	
	
	
	"individual MAC address" and "individually
addressed MAC address" should be just "individual address"
	Change throughout (this is mostly in Clause 6)



Discussion:
Agree with the commenter.

Proposed changes:
Replace “individually addressed MAC address” with “individual MAC address” at the following locations:
· 813.26 (6.3.118.2.2):
[image: ]
· 814.27 (6.3.118.3.2):
[image: ]
· 815.28 (6.3.118.4.2):
[image: ]
· 816.33 (6.3.118.5.2):
[image: ]
· 868.47 (7.2.2.2.4):
[image: ]

Proposed resolution for CID 257:
Revised
Make the changes shown under “Proposed changes” for CID 257 in <this document>.
	CID
	Clause
	Page
	Line
	Comment
	Proposed Change

	221
	
	
	
	"The STA with dot11blah" should be "A STA with dot11blah"
	Change "the STA with dot11RelaySTAImplemented ... the AP with" to "a STA with
dot11RelaySTAImplemented ... an AP with" in Clause 6 (8x); 

change "The STAs with dot11RAWOperationImplemented equal to true that are " to "A STA with dot11RAWOperationImplemented equal to true that is " in 10.23.5.4; 

change "The STA with dot11NonTIMModeActivated equal to " to "A STA with dot11NonTIMModeActivated equal to " in 11.2.3.7 (2x)



Discussion:
Agree with the commenter.

· Change “the STA with dot11RelaySTAImplemented ... the AP with” to “a STA with dot11RelaySTAImplemented ... an AP with” at the following locations:
410.56:
[image: ]
418.3:
[image: ]


425.9:
[image: ]
431.3:
[image: ]
436.54:
[image: ]
444.3:
[image: ]
451.38:
[image: ]


456.18:
[image: ]

· Change “The STAs with dot11RAWOperationImplemented equal to true that are” to “A STA with dot11RAWOperationImplemented equal to true that is” at the following location:
2236.24:
[image: ]

· Change “The STA with dot11NonTIMModeActivated equal to” to “A STA with dot11NonTIMModeActivated equal to” at the following locations:
2692.35 and 2692.40:
[image: ]

Proposed resolution for CID 221:
Accepted.


	CID
	Clause
	Page
	Line
	Comment
	Proposed Change

	402
	
	
	
	"capability bit" should be "capability indication" or "capability subfield" (case-preservingly), e.g. on pp. 1875 (2x), 1897.14, 2358.64, 3639.41
	As it says in the comment



Proposed changes:
At 2291.11, change “the value of the short preamble capability bit” to “the value of the Short Preamble subfield”.
[image: ]
At 2291.32, change “the value of the short preamble capability bit” to “the value of the Short Preamble subfield”.
[image: ]
At 2357.19, change “Received Staggered Sounding Capable bit” with “Received Staggered Sounding Capable subfield”.
At 2357.20, change “Channel Estimation Capability bit” with “Channel Estimation Capability subfield”.
[image: ]
At 2897.40, change “QoS Traffic Capability bit” with “QoS Traffic Capability field”.
[image: ]
At 5013.41, change “Spectrum Management Capability bit” with “Spectrum Management subfield in the Capability Information field”.
[image: ]

Proposed resolution for CID 402:

Revised
Make the changes shown under “Proposed changes” for CID 402 in <this document>.


	CID
	Clause
	Page
	Line
	Comment
	Proposed Change

	435
	
	
	
	"awake"/"doze" should be lowercase.  Cf. 9.4.2.210 EL Operation element "Awake periods", "Awake times" in 10.50 Bidirectional TXOP
	As it says in the comment



Proposed changes:
At 1634.6, change “between Awake periods” to “between awake periods”.
[image: ]
At 2588.49, change “Awake state times” to “awake state times”.
[image: ]

Proposed resolution for CID 435:

Revised
Make the changes shown under “Proposed changes” for CID 435 in <this document>.


	CID
	Clause
	Page
	Line
	Comment
	Proposed Change

	465
	
	
	
	Bits should be referred to as "bit n" or "Bn" or "bn", not as "bit Bn"
	Fix at 1162.56, 1452.1, 3979.11, 779.30, 839.44,  1411.50



Proposed changes:
At 898.34 (c.f., 779.30 in D0.0), delete “bits”.
[image: ]
At 1005.30 (c.f., 839.44 in D0.0), delete “Bits”.
[image: ]
At 1368.1 (c.f., 1162.56 in D0.0), change “bit B76” to “B76”.
[image: ]
At 1635.50 (c.f., 1411.50 in D0.0). change “B5 bits” to “B5”.
[image: ]
At 1676.1, 1676.3, 1676.4, 1676.6, 1676.11, 1676.14, and 1676.15 (c.f., 1452.1 in D0.0), delete “Bits”.
[image: ]



At 5384.14 (c.f., 3979.11 in D0.0), change “bit B0” with “B0”, and “bit B76” with “B76”.
[image: ]

Proposed resolution for CID 465:

Revised
Make the changes shown under “Proposed changes” for CID 465 in <this document>.


	CID
	Clause
	Page
	Line
	Comment
	Proposed Change

	135
	11.1.3.2
	2121
	33
	Use normative language
	Change "sets" to "shall set".  Same thing at P2202.35, P2299.5 (and also change "signifies" to "shall signify"), P2484.15, and P2486.55.



Discussion:
At 2645.36 (c.f., 2121.33 in D0.0):
[image: ]
At 2735.45 (c.f., 2202.35 in D0.0):
[image: ]
At 2835.34 (c.f., 2299.5 in D0.0):
[image: ]
At 3038.16 (c.f., 2484.15 in D0.0):
[image: ]
At 3040.55 (c.f., 2486.55 in D0.0):
[image: ]

Proposed resolution for CID 135:

Accepted
Note to the Editors:  The locations in D0.4 are 2645.36, 2735.45, 2835.34, 3038.16, and 3044.55.


	CID
	Clause
	Page
	Line
	Comment
	Proposed Change

	211
	12
	2598
	54
	"Management  Frame
Protection Capable  field " -- no such field
	Change to "MFPC subfield".  

Change "Management Frame Protection Capable bit" in the same sentence to "MFPC subfield".  

Change "bits" to "subfields" at lines 50 and 52  

Change "Management Frame Protection Capable subfield" to "MFPC subfield" at 2600.46.  

Delete the space before the full stop in "Bit 7: MFPC . " at 1094.24



Discussion:
At 3160.30 (c.f., 2598.54 in D0.0), the terms “Management Frame Protection Capable field” and “Management Protection Capable bits” are removed because of CID 199.

Agree with the commenter that the MFPC bit and MFPR bit should be MFPC subfield and MFPR subfield, respectively.
[image: ]

The space before the full stop at 1296.44 (c.f., 1094.24 in D0.0) is fixed because of CID 199.
[image: ]

Proposed resolution for CID 211:

Revised.
At 3160.35, replace “MFPC and MFPR bits” with “MFPC and MFPR subfields”.
At 3160.35, replace “MFPC bit” with “MFPC subfield”.
At 3160.36, replace “MFPR bit” with “MFPR subfield”.

Note to the commenter:  The terms “Management Frame Protection Capable field” and “Management Protection Capable bits” are removed, and the space before the full stop is fixed because of CID 199.


	CID
	Clause
	Page
	Line
	Comment
	Proposed Change

	185
	12.7.7.1
	2649
	49
	"An Authenticator shall do a 4-way handshake" doesn't sound fancy enough
	Change to "An Authenticator shall perform a 4-way handshake".  

Similarly change "The mesh STA shall do an AMPE handshake" to "The mesh STA shall perform an AMPE handshake" at 2766.10 and 

change "may do channel
smoothing" to "may perform channel smoothing" in Clause 23 (2x)



Discussion:
At 3215.24 (c.f., 2649.49 in D0.0):
[image: ]

At 3335.10 (c.f., 2766.10 in D0.0):
[image: ]

At 3869.44 in Clause 23:
[image: ]

At 3911.33 in Clause 23:
[image: ]

Proposed resolution for CID 185:

Accepted
Note to the Editors:  The locations in D0.4 are 3215.24, 3335.10, 3869.44, and 3911.33.


	CID
	Clause
	Page
	Line
	Comment
	Proposed Change

	551
	10.30.2.4
	1891
	10
	Replace "Multi-TID Block Ack" with "Multi-TID BlockAck" in Figure 10-43 (5 occurrences)
	As in comment



Discussion:
As referred to Figure 10-53 in D0.4 (c.f., Figure 10-43 in D0.0), there are 5 instances of “Multi-TID Block Ack” that should be replaced with “Multi-TID BlockAck”:

[image: ]

Proposed resolution for CID 551:

Accepted
Note to the Editors:  The updated figure is shown below for reference.
[image: ]


	CID
	Clause
	Page
	Line
	Comment
	Proposed Change

	386
	C.3
	3788
	
	The first two octets of the noncountry entity is two ASCII 'XX'
characters. -> "are also ASCII 'X' characters"; also "the first two octets of this
string is the two character country code" ->"are"
	As it says in the comment



Discussion:
At 5191.1:
[image: ]

Proposed resolution for CID 386:

Accepted.

Note to the Editors:  
At 5191.17:  replace “is two ASCII  'XX' characters” with “are two ASCII  'X' characters”.
At 5191.2:  replace “is the two” with “are the two”.
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