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Abstract
This document contains the meeting minutes for the TGbe MAC ad hoc teleconferences in November 2021 Plenary.

Revisions:
· Rev0: Added the minute from the telephone conference held on November 8.
· 





Monday 8 November 2021, 19:00 – 21:00pm ET (TGbe MAC ad hoc conference call)

Chairman: Liwen Chu (NXP)
Secretary: Jeongki Kim (Ofinno)

This meeting took place using a webex session.

Introduction
1. The Chair (Liwen, NXP) calls the meeting to order at 19:02am EDT. The Chair introduces himself and the Secretary. 
2. The Chair reminded the members that they need to register for the plenary in order to attend the call
3. The Chair goes through the 802 and 802.11 IPR policy and procedures and asks if there is anyone that is aware of any potentially essential patents.
a. Nobody responds.
4. The Chair goes through the IEEE copyright policy.
5. The Chair recommends using IMAT for recording the attendance.
· Please record your attendance during the conference call by using the IMAT system: 
· 1) login to imat, 2) select “802.11 Telecons (<Month>)” entry, 3) select “C/LM/WG802.11 Attendance” entry, 4) click “TGbe <MAC/PHY/Joint> conference call that you are attending.
· If you are unable to record the attendance via IMAT then please send an e-mail to Liwen Chu (liwen.chu@nxp.com) and Jeongki Kim (jeongki.kim.ieee@gmail.com)
6. The Chair asked whether there is comment about agenda in 11-21/1618r4. No discussion. The agenda was approved.


 Submissions
1. 287r5 EMLSR part 2						Minyoung Park 	[10C SP-10’]
The author goes through the changes of the version.
Discussion:
C:If AP did not receive the response , wondering whether the STA switched back or not.
A: In that case, the AP will retransmit it. If the STA did not receive a frame within the time interval, the STA will go back to listening operation. 
C: For BAR/BA, the current text is for EHT extension. I think this can extend to legacy STAs.
A: We can have further discussion for fine tuning.
C: How does the AP know this STA’s behavior on the last bullet (e.g., The STA does not respond to the most ...)?
A: AP can check whether the frame is on the medium.
C: In figure, STA 1 and STA2 are in a single MLD or a different MLD?
A: Different MLD
C: The last bullet, the TXOP responder does not know the end of the TXOP exactly. Need to clarify it. We can remove the last text at this time. We can discuss this later.
A: Fine.
C: We can also remove the last bullet in previous paragraph.
A: Ok, I’m fine for the progress. We can discuss them later.

SP: Do you agree to accept the resolution in IEEE 802.11-21/287r6 for the following CIDs?
-    4758, 6351, 6343, 6344, 7466, 5222, 8355, 6068, 6346
Y/N/A: 29/15/42

2. 1561r1 CR for CID 6630						Po-Kai Huang   	[1C   SP-10’]
Discussion:
C: Maybe please doublecheck the PPDU length with PHY team
A: This is in the spec. Just copy it. Add the reference.
SP: Do you agree to accept the resolution in IEEE 802.11-21/1561r1 for the following CID?
6630
No objection

3. 1417r1 CR-for-aMediumSyncThreshold			Jason Y. Guo	[5C   SP-10’]
The author goes through the change of the revision. E.g., RTS, BA (length =1024), etc. aMediumSyncThreshold is set to 72us.

Discussion: None

SP: Do you agree to accept the resolution in IEEE 802.11-21/1417r1 for the following CIDs?
4234, 4834, 6318, 8041, 8209
No objection

4. 1965r5 PDT-MAC-MLO-Mandatory optional			Laurent Cariou	[1C   SP-10’]
Discussion:
C: It’s not including soft AP and mobile AP? How about NSTR mobile AP?
A: It’s in the MLD.
C: We will not be in collocated HE AP? Collocated AP set?
C: Other EHT AP.
C: Do we have an EHT AP not in collocated AP?
A: Soft AP.
C: Could we be simple like an EHT AP is in an AP MLD? That’s aligned with the motion.
A: Soft AP may be a single radio AP. 
C: Multiple BSSID. You can add a text like if an AP is in MLD and the other AP is in the MLD, ….
A: Why do we mention the multiple BSSID set?
C: What is the collocated AP? Is it in the same or different bandwidth?
A: It’s different frequency band. This is for MLD.
C: We can add the text to clarify it.
C: What if the mobile AP is a subset of EHT AP? 
A: NSTR mobile AP can follow this. We don’t have a single mobile AP. 

SP: Do you agree with the changes proposed in Part 1a of document 20/1965r5?
Y/N/A: 31/27/51

5. 1686r0 CR for Low-Latency stream identification		Pascal Viger     	[2C   	20’]
Discussion:
C: SCSID may have concern
A: TID has fairness issue
C: I understand. I don’t see big issue on fairness.
C: I agree with technical issue. I agree with Duncun. We do not need new SCSID.
C: If you add SCSID, why do you add TID bitmap? Do you want to override?
A: If SCSID Valid is 1, Bitmap valid is 0

6. 1562r1 CC36 resolution for CIDs for 35.3.9.2			Laurent Cariou  	[31C  35’]
The author goes through the document and there were several discussions on the document. Not finished.


The chair asked whether there are any other businesses before recessing the meeting. No response was received.

The teleconference was recessed at 21:00pm
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