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Abstract
This submission contains proposed comment resolutions to comments on P802.11be D1.0. The changes are based on P802.11be D1.3.

The submission provides resolutions to following 
· 6904, 6905

Revisions:
· Rev 0: Initial version of the document.
· Rev 1: Update on CID 6904, 6905
· Rev 2: Update on CID 6904






















































	CID
	Page
	Clause
	Comment
	Proposed Change
	Resolution

	6904
	541.02
	36.3.20.6.2
	"dot11OFDMEDThreshold for the primary 20 MHz channel and dot11OFDMEDThreshold for each nonprimary 20 MHz subchannel." if each 20MHz has a same threshold, why not use "dot11OFDMEDThreshold for the primary 20 MHz channel and each nonprimary 20 MHz subchannel." I understand that in previous standard, beside threshold for secondary 20MHz, there are also thresholds for secondary 40MHz and secondary 80MHz, and that is why thersholds are expressed separately for each term. But here, if there is only one same thershold, no reason that we shall bother to separately mention them.
	change to "dot11OFDMEDThreshold for the primary 20 MHz channel and each nonprimary 20 MHz subchannel."
	REVISED

Agreed with the commentor in principle  

Instruction to the editor:
Please change "dot11OFDMEDThreshold for the primary 20 MHz channel and dot11OFDMEDThreshold for each nonprimary 20 MHz subchannel."  in P665L2 in P802.11be D1.3 to "dot11OFDMEDThreshold for the primary 20 MHz channel and each nonprimary 20 MHz subchannel (if present)."


	6905
	541.15
	36.3.20.6.2
	"CCA-ED threshold as given by dot11OFDMEDThreshold for primary 20 MHz channel and dot11OFDMEDThreshold for each nonprimary 20 MHz channel (if present)." can also be changed to "CCA-ED threshold as given by dot11OFDMEDThreshold for primary 20 MHz channel and for each nonprimary 20 MHz channel (if present)."
	same, change to "CCA-ED threshold as given by dot11OFDMEDThreshold for primary 20 MHz channel and for each nonprimary 20 MHz channel (if present)."
	ACCEPTED
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