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Abstract

This submission proposes comment resolution of below 2 CIDs based on the IEEE802.11be Draft 1.31:
7056, 7710

Revisions:
· Rev 0: Initial version of the document. 
· 



































1. Introduction

Interpretation of a Motion to Adopt

A motion to approve this submission means that the editing instructions and any changed or added material are actioned in the TGbe Draft. The introduction and the explanation of the proposed changes are not part of the adopted material.

	CID
	Commenter
	Clause 
	P.L
	Comment
	Proposed Change
	Resolution

	7056
	Sigurd Schelstraete
	10.1
	165.16
	Section 35.2 ahould be called "EHT Channel Access", similar to section 26.2
	See comment
	Revised

Agree with the commenter.

TGbe editor changes “35.2 (Channel access)” to “35.2 (EHT channel access)” in below places of 11be D1.5:
P253L15
[bookmark: _GoBack]P369L26


	7710
	Xiaofei Wang
	10.2.1
	165.61
	changes are not clearly marked in Figure 10-1
	please indicate clearly what the changes are in the figure.
	Transfer to the Editor (Edward).





Editing instructions formatted like this are intended to be copied into the TGbe Draft (i.e. they are instructions to the 802.11 editor on how to merge the text with the baseline documents).



Discussion: 
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Figure 10-1—Non-DMG non-CMMG non-S1G STA MAC architecture(#1737)




