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Abstract

We are here proposing a resolution to SAB1 CID 7254. 


























	CID
	P.L
	Clause
	Comment
	Proposed change
	Proposed resolution

	7254
	134.35
	11.21.6.3.3
	In the curent draft when phase shift feedback is negotiated, then phase shift TOAs are fed back *in place* of regular TOAs. The main purpose of using phase shift feedback is to allow for more accurate range calculations. However, there is really no reason to when enabling phase shift feedback to not also feed back the regular TOA. Supplying also the regular TOA can only improve the range measurement. We should therefor change the draft so that when phase shift feedback is negotiated, the modem feeds back both phase shift TOA as well as the regular TOA. It should be noted that this does not add any computational burden as the modem that wants to make use the phase shift feedback anyways has to calculate both its phase shift TOA as well as its regular TOA. We are only saying that it is benefitial to feed back both these measurements.
	Change the draft so that when phase shift feedback is negotiated, both phase shift TOA and the regular TOA is fed back by the RSTA. If the ISTA is also feeding back time stamps, then also the ISTA feeds back phase shift TOA and the regular TOA.
	Reject. 
The comment fails to identify and locate an issue. It fails to identify sufficient level of detail so that specific wording of the changes can be determined.



















References:
[bookmark: _GoBack][1] Draft P802.11az_D4.2
Informative text for passive location ranging	page 1	
