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	CID
	Clause
	PP.LL
	Comment
	Proposed change

	694
	9.4.2.322
	41.49
	Remove sentence as it is completely redundant
	As in comment.


Proposed resolution: Accepted.
Discussion: Text referred to by the commenter:
9.4.2.322.1 TX Beam List subelement 
Each Beam Index field is 12bit long. (#694) 

	CID
	Clause
	PP.LL
	Comment
	Proposed change

	697
	9.4.2.326.1
	46.05
	Remove "that have been allocated"
	As in comment. It does not make senes to talk about whether they have been allocated I beleive.


Proposed resolution: Accepted.
Discussion: Text referred to by the commenter:
9.4.2.326.1 General
The DMG Sensing Report Type field is set to a number that identifies the measurement report type. The DMG Sensing Report Types that have been allocated (#697) are shown in Table 9-401y (DMG Sensing Report Type field definitions).

	CID
	Clause
	PP.LL
	Comment
	Proposed change

	698
	9.4.2.326.1
	46.42
	Add "for" in between "incremented" and "every"
	As in comment. 


Proposed resolution: Accepted.

Discussion: Text referred to by the commenter:
9.4.2.326.1 General
The Sequence Number subfield contains the sequence number of the DMG Sensing Report element. The first Sequence Number is 0 and it is incremented for (#698 )every DMG Sensing Report element sent that has the same Report ID.

	CID
	Clause
	PP.LL
	Comment
	Proposed change

	699
	9.4.2.326.3
	49.33
	Change "The Axis Present field" to "The contents of the Axis present subfield "
	As in comment. Not clear what is a field or a subfield, but obviously it is referred to as a subfield in the caption.

	701
	9.4.2.326.4
	51.39
	Change "The Axis Present field" to "The contents of the Axis present subfield "
	As in comment. Not clear what is a field or a subfield, but obviously it is referred to as a subfield in the caption.


Proposed resolution: Revised. 

Discussion: Text referred to by the commenter The term “field” seems to be used in the figure above and in addition different 1 bit fields are referred to as fields rather than subfields. The revised resolution is to instead change the caption of Figure 9-1002bv and Figure 9-1002ca to “Axis Present field format”.

9.4.2.326.3 DMG Sensing Image Report Data subelement
Figure 9-1002bv—Axis Present sub(#699)field format

9.4.2.326.4 DMG Sensing Targets Report Data subelement

Figure 9-1002ca—Axis Present sub(#701)field format

	CID
	Clause
	PP.LL
	Comment
	Proposed change

	700
	9.4.2.326.3
	51.01
	"reflection received power” does not sound right.  "reflected received power" sounds better
	This term is used many places, and I believe it should be changed throughout. However, I will not write a comment for every place. If the group would agree about the change, the editor may do a find and replace...


Proposed resolution: Rejected.
Discussion: Although the terminology can be discussed, it seems both are OK and refletion received power has been used before.
	CID
	Clause
	PP.LL
	Comment
	Proposed change

	704
	9.4.2.329
	56.26
	add the word "as" before the word "described"
	As in comment. 

	705
	9.4.2.329
	56.29
	add the word "as" before the word "described"
	As in comment. 


Proposed resolution: Accepted.

Discussion: Text referred to by the commenter:
9.4.2.329 DMG Beacon Sector Descriptors element

The Sector ID field is equal to the Sector ID used in the beacon using the azimuth and elevation as (#704) described. 

The DMG Ant ID field is equal to the DMG Ant ID used in the beacon using the azimuth and elevation as (#705) described.

	CID
	Clause
	PP.LL
	Comment
	Proposed change

	706
	9.6.7.49
	57.57
	The last part of the sentence "and set by the requesting sensing initiator" appears to be obvious and should be removed.
	As in comment. 

	708
	9.6.7.52
	59.54
	The last part of the sentence "and set by the requesting sensing initiator" appears to be obvious and should be removed.
	As in comment. 


Proposed resolution: Accepted.

Discussion: Text referred to by the commenter:
9.6.7.49 Sensing Measurement Setup Request frame format

The Dialog Token field is defined in 9.4.1.12 (Dialog Token field) and set by the requesting sensing initiator (#706). 

9.6.7.52 Sensing Measurement Setup Termination frame format
The Dialog Token field is defined in 9.4.1.12 (Dialog Token field) and set by the requesting sensing STA(#708). 

	CID
	Clause
	PP.LL
	Comment
	Proposed change

	712
	9.6.36.2
	63.34
	replace "measurements" with "measurement results"


	As in comment. The frame is not for the actual measuremetns, but for the results.




Proposed resolution: Accepted.

Discussion: Text referred to by the commenter:
9.6.36.2 Protected Sensing Measurement Report frame

The Protected Sensing Measurement Report frame is an Action or an Action No Ack frame of category Protected Sensing transmitted to provide WLAN sensing measurements results (#712). The format of the Protected Sensing Measurement Report frame is defined in Table 9-623l (Protected Sensing Measurement Report frame format).
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Rev 0: Initial version


Rev 1: Typo in CR for CID 714 corrected


Rev 2: CID 714 moved to document 11-22/927 for consistency reasons. CID 717 is moved to 11-22/1261 as it is resolved by the resolution for CID 176. CIDs 718, 719, 720, 724, 725, 726 moved to document 11-22/1237. 
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