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Revision Notes

	R0
	Initial revision

	R1
	Update during the presentation

	
	

	
	

	
	

	
	


CID 11169
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	51.01
	3.2
	There is no need for two "or"s in the "such as" list, also an article is missing.
	Delete the first "or" and add the article "a", as shown: ..., such as a Neighbor Report element, a Reduced Neighbor Report element, or a Basic Multi-Link element, ..."
	ACCEPTED


Discussion:

The commenter is commenting on the following paragraph:

[image: image1.png]reporting access point (AP): An AP that is transmitting an clement, such as a Neighbor Report element or
 Reduced Neighbor Report clement or Basic Multi-Link clement, describing a reported AP.




CID 11174
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	53.61
	3.2
	EHT is not expended in the definition, please expand it.
	Replace: "EHT"

With: "extremely high throughput (EHT)"
	ACCEPTED


CID 11817
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	53.38
	3.2
	Spurious underline/strikethrough. Not amending baseline. Treat as insert.
	As in comment.
	ACCEPTED


Discussion:
The commenter is commenting on the following paragraph:

[image: image2.png]reported station (STA): An access point (AP) or a non-AP STA that is desesibedidentified in an element
such as a Basic Multi-Link clement.




CID 11818
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	53.46
	3.2
	I would be surprised if the resource unit is not already defined in REVme (as part of 11ax). Please check if that is the case and if it is then amend that particular definition to addd the new combos.
	As in comment.
	REVISED

Agree with the commenter and reflect the detailed changes.

Instructions to the editor:
Please make the changes to the latest version of P802.11be as shown in 11/22-1042r1, under CID 11818.


Discussion
In P802.11 REVME D1.1, page 237, line 48, there exists:

resource unit (RU): A group of 26, 52, 106, 242, 484, 996, or 2×996 subcarriers as an allocation of subcarriers for transmission.(11ax)
In P802.11be D2.0, page 53, line 46, there exists:

resource unit (RU): A group of 26, 52, 106, 242, 484, 996, 2x996, or 4x996 subcarriers as an allocation of subcarriers for transmission.

Instructions to the editor, please make the following changes to P53, L46 of P802.11be D2.0:
resource unit (RU): A group of 26, 52, 106, 242, 484, 996, or 2x996, or 4x996 subcarriers as an allocation of subcarriers for transmission.
Abstract


This submission contains proposed comment resolutions to comments on P802.11be D2.0. The changes are based on P802.11be D2.0.





4 comments are resolved.


CID 11169, 11174, 11817, 11818
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