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CID 10790
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	136.61
	9.3.1.19
	EHT is missing, add "EHT' in the text
	modify the text as follows "of VHT or HE or EHT NDP "
	REVISED
Instructions to the editor:
Please make the changes to the spec as shown in 11/22-1062r0, under CID 11993



CID 10971
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	136.61
	9.3.1.19
	We need to add EHT NDPA, to which the text is also applicable.
	As in comment
	REVISED

Instructions to the editor:
Same resolution as for 10790
Please make the changes to the spec as shown in 11/22-1062r0, under CID 11993



CID 11623
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	136.61
	9.3.1.19
	EHT is missing in the text
	Change the text to "in the case of VHT, HE or EHT NDP"
	REVISED

Instructions to the editor:
Same resolution as for 10790
Please make the changes to the spec as shown in 11/22-1062r0, under CID 11993



CID 11890
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	136.61
	9.3.1.19
	This RA field setting rule also applies to HE (add reference to HE subclause) and to EHT (add reference to EHT subclause) and add the EHT classifier as well at the start of the sentence.
	As in comment
	REVISED

Instructions to the editor:
Same resolution as for 10790
Please make the changes to the spec as shown in 11/22-1062r0, under CID 11993



CID 11993
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	136.61
	9.3.1.19
	If EHT NDPA contains only one STA Info field the RA field is set to the address of the STA that provides feedback.
	Change "~, then in the case of VHT or HE NDP Announcement frames ~" to "~, then in the case of VHT, HE or EHT NDP Announcement frames ~".
	REVISED

Instructions to the editor:
Same resolution as for 10790
Please make the changes to the spec as shown in 11/22-1062r0, under CID 11993



Instructions to the editor: please change the text on page 136, L61-62 as following:
then in the case of VHT, HE or EHT NDP Announcement frames the RA field is set to the address of the STA that can provide feedback (see 10.37.5.2 (Rules for VHT sounding protocol sequences), 26.7, 35.7), 
Abstract


This submission contains proposed comment resolution to comment on P802.11be D2.0. 





5 comments under subclause 9.1.3.19 are resolved.
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