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	Initial revision

	
	

	
	

	
	

	
	

	
	


CID 11819
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	53.64
	3.2
	Replace "an" with "An". Check throughout.
	As in comment
	Revised.

Also reflect the changes for two other places.

Instructions to the editor:
Please replace "an" with "An" at page 53, line 64.

Please replace "a" with "A" at page 53, line 22.

Please replace the first "a" with "A" at page 54, line 8.


Discussion:

The commenter is commenting on the following paragraph:
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64  simultancous authentication of equals (SAE) entity: Gnlentity that is a station (STA) or a multi-link device
65  (MLD) that participates in SAE authentication (see 12.4 (Authentication using a password)).




[image: image2.png]non-orthogonal frequency division multiple access (non-OFDMA) uplink (UL) multi-user multiple
input multiple output (MU-MIMO):a transmission where there are no other resource unit(s) or multiple
resource unit(s) (RU(s) or MRU(s)) scheduled other than the one doing UL MU-MIMO.




[image: image3.png]enhanced multi-link single radio (EMLSR) operatioif: a node of operation that allows a non-access point
(non-AP) multi-link device (MLD) with mulfiple receive chains to listen on a set of enabled links when the
corresponding stations (STAs) affiliated with the non-AP MLD are in awake state for an initial Control
frame sent by an AP affiliated with an AP MLD in a non-high-throughput (non-HT) (duplicate) physical
layer (PHY) protocol data unit (PPDU) with one spatial stream, followed by frame exchanges on the link on
which the initial Control frame was reccived.




Abstract


This submission contains proposed comment resolution to comment on P802.11be D2.0. The changes are based on P802.11be D2.0.





1 comment is resolved: CID 11819
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