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Abstract
This submission proposes resolutions of comments received from TGbe LB271 (TGbe Draft 3.0).
· CIDs: 15182, 15492, 16328, 16990 (4 CIDs)

Revisions:

· Rev 0: Initial version of the document.





1. Introduction

Interpretation of a Motion to Adopt

A motion to approve this submission means that the editing instructions and any changed or added material are actioned in the TGbe Draft. The introduction and the explanation of the proposed changes are not part of the adopted material.

Editing instructions formatted like this are intended to be copied into the TGbe Draft (i.e. they are instructions to the 802.11be editor on how to merge the text with the baseline documents).

TGbe Editor: Editing instructions preceded by “TGbe Editor” are instructions to the TGbe editor to modify existing material in the TGbe draft.  As a result of adopting the changes, the TGbe editor will execute the instructions rather than copy them to the TGbe Draft.

	[bookmark: RTF35383035323a2048342c312e]CID
	Commenter
	Clause 
	Page
	Line
	Comment
	Proposed Change
	Resolution

	15182
	Henry Ptasinski
	4.3.21.2a
	65
	14
	No need to create a new subclause for 1 paragraph.
	Include this paragraph in 4.3.21.2. Avoid renumbering the following 21 subclauses.
	Rejected.

For MLDs, the max idle period is managed at the MLD level and not at BSS level, and hence a new subclause was added for MLD.

	15492
	Chaoming Luo
	4.3.21.2a
	65
	21
	"due to nonreceipt of frames from the non-AP MLD on at least one of the setup links" is confusing.
	"Change the whole sentence to:
"For MLO, MLD max idle period management service enables an AP MLD to indicate a time period during which the AP MLD does not disassociate a non-AP MLD if the AP MLD receives one or more frames from the non-AP MLD on at least one of the setup links."
	Rejected.

It is not clear what is the technical issue in the comment. The editorial suggestion is to change “due to nonreceipt of frames” to “if the AP MLD receives one or more frames…” However, the language used is consistent with the baseline text: “For non-MLO, BSS max idle period management enables an AP to indicate a time period during which the AP does not disassociate a STA due to nonreceipt of frames from the STA.”

	16328
	Juseong Moon
	4.3.21.2a
	65
	17
	Name of the subclause 4.3.21.2a, "a MLD max idle period management" is not correct.
	Please change the subclause name as: "an MLD max idle period management".
	Rejected.

[bookmark: _GoBack]The cited “a” is part of the subclause number and not the title. As per TGbe editor, the “a” will not exist when the TGbe standard, when approved,  is integrated into the baseline standards. 

	16990
	Mark RISON
	35.3.22
	582
	58
	"affiliated with the AP MLD, with which the STA is associated" -- spurious comma
	Delete the comma
	Accepted.
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4.3.21 Wireless network management
4.3.21.2 BSS max idle period management

Change as follows:

For non-MLO, BSS max idle period management enables an AP to indicate a time period during which the
AP does not disassociate a STA due to nonreceipt of frames from the STA. This supports improved STA

power saving and AP resource management. MLD max idle period management is described in 4321 2a
(MLD max idle period management)

Insert the following new subclause after subclause 4.3.21.2 (BSS max idle period management):
4.3.21.2a MLD max idle period management

For MLO, MLD max idle period management service enables an AP MLD to indicate a time period during
which the AP MLD does not disassociate a non-AP MLD due fo nonseceipt of frames from the non-AP
MLD on at least one of the seup links. This supports improved power saving at the non-AP MLD and
resource management at the AP MLD.
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35.3.22 Proxy ARP service in AP MLDs

Implementation of the proxy ARP service is optional for an AP MLD. When supported, an AP MLD
implements the proxy ARP service. as defined in 112114 (Proxy ARP service), at the MLD level.

All APs affiliated with a0 AP MLD shall have the same setting of the Proxy ARP field in the Extended
Capabilities element. If an AP MLD supports Proxy ARP service, then all affiliated APs of the AP MLD
shall set the Proxy ARP field to 1 in their Extended Capabilities elements.

NOTE—For an associated STA that is not affiliated with an MLD, the Proxy ARP service is provided by the AP
affiliated with the AP MLD, with which the STA is associated. as defined in 11.21.14 (Proxy ARP service).




