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Abstract
This submission proposes a resolution for CID 17146.




CIDs

	CID
	Must Be Satisfied
	Clause
	Page
	Comment
	Proposed Change
	Resolution

	17146
	Yes
	B.4.40.1
	933.28
	MRU is used in numerous instances, whereas M-RU is used only three instances.
	Change instances of M-RU to MRU.
	REVISED

Change “M-RU” to “MRU” in the following places:

D3.0, P275L56
D3.0, P284L25
D3.0, P933L28




Discussion

Although the comment is made on Annex B, the use of “M-RU” is found in three places in the draft D3.0:

On page 275, Line 56:

[image: ]

On Page 284, Line 25:
[image: ]


On Page 933, Line 28

[image: ]


Commenter is correct that the preferred term is “MRU” instead of “M-RU”.
The proposed resolution changes all occurrences of “M-RU” to “MRU”.
Submission	page 2	, MaxLinear
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Figure 9-1002ai—EHT PHY Capabilities Information field format
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Table 9-401m—Subfield of the EHT PHY Capabilities Information field (continued)

20 MHz-Only Lim-
ited Capabilities Sup-
port

Indicates whether a 20 MHz-only STA can
announce the optional support of amltiple
RUs, DL/UL MU-MIMO. SUMU beamfor-
mee.

Set to 1 if a 20 MHz-only EHT STA
can announce the optional support of
‘ultiple RUs, DL/AUL MU-MIMO.
SUMU beamformee.

Set o 0 otherwise for 20 MHz-only
EHT non-AP STA.

Reserved for an AP and a non-AP
STA that is not a 20 MHz-only EHT
non-AP STA.

20 MHz-Ouly Trig-
‘gered MU Beam-
forming Full BW
Feedback And DL

MU-MIMO

Indicates whether or not a 20 MHz-only non-
AP EHT STA with 20 MHz-Only Limited.
Capabilities Support subficld equal to 1 sup-
‘ports triggered MU beamforming full BW
feedback and DL MU-MIMO.

For a 20 MHz-only non-AP EHT STA
‘with 20 MHz-Only Limited Capabili-
ties Support subfield equal fo 1

Set to 0 if not supported.

Setto 1 if supported.
Otherwise, reserved.

20 MHz-Only MRU
Support

Indicates whether or not a 20 MHz-only non-
AP EHT STA with 20 MHz-Only Limited
Capabilities Support subficld equal to 1 sup-
‘ports multiple RUs.

For a 20 MHz-only non-AP EHT STA
‘with 20 MHz-Only Limited Capabili-
ties Support subficld equal to 1

Set to 0 if not supported.

Setto 1 if supported.
Otherwise, reserved.
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ERIFS M

EHTP5.19 | 4x996-tone RU mapping 3611 EHTP3.5:M YesONoOINAD
EHTP5.2 Large MERU support in all applicable

locations
EHTP52.1 | 484+242-one RUinnon-OFDMA | 363223 | CFEHTS0:M YesONoOINAD





