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This submission present proposed resolutions for comments in the Editor1 ad-hoc group. 
The proposed changes are based on REVme/D3.0.

Revision history:
R0 – initial version
R1: incorporated feedback from the discussion on 


	4013
	621.01
	9.2.4.8.1
	
	Table 9-34expresses units in the title of the table, which is non-traditional (i.e., easy to miss) and not as precise as could be
	Dete "(octets)" and "in microseconds" from table header, and instead add these as labels to each row (i.e. all rows are octets except the last which is microseconds)



Discussion:

Cited text: 
[image: ]


Proposed changes: 

Proposed resolution:
Revised.

Change the table title to “Maximum data unit sizes and durations”
Change “size” in the first column to “size (in octets)” 
Change “duration” in the first column to “duration (in microseconds)”. 






	4025
	1871.00
	10.11
	A
	Since the term RSNA has been defined, it's better to use 'non-RSNA' instead of 'non-RSN association'
	as in comment.



Discussion:

Cited text:
 [image: ]

Change “non-RSN association” to “non-RSNA”

At 2864.24, change “RSN association” to “RSNA”. 
At 1871.23, change “RSNA (re)association” to “RSNA”.

Proposed Resolution:

Revised. 

At 1871.20, Change “non-RSN association” to “non-RSNA”
At 2864.24, change “RSN association” to “RSNA”. 
At 1871.23, change “RSNA (re)association” to “RSNA”.


	4096
	725.50
	9.3.3.10
	
	I think the sentence "The TVHT Operation element is present for a TVHT STA whendot11TVHTOptionImplemented is true; otherwise it is not present"should just say:"The TVHT Operation element is present for a STA whendot11TVHTOptionImplemented is true; otherwise it is not present"
	delete 'TVHT' before STA in the sentence so it reads:"The TVHT Operation element is present for a STA whendot11TVHTOptionImplemented is true; otherwise it is not present"



Discussion:

Cited text: 
[image: ]

Proposed change:

"The TVHT Operation element is present for a TVHT STA when dot11TVHTOptionImplemented is true; otherwise it is not present.” 



Proposed Resolution: 
Accepted.





	4106
	202.22
	3.2
	
	"nonenhanced" (EDMG) does not have a hyphen, but in the 2.16+2.16 PPDU definition, and 4.32+4.32 PPDU definition, there is a hyphen.
	replace "non-enhanced" with "nonenhanced"


 
Discussion:
Cited text:
[image: ]


2 instances of “non-enhanced”. 

6 instances of “nonenhanced”. 


Proposed Resolution:

Accepted. 
Note to editor: locations are: 202.22 and 202.56. 



	4114
	322.00
	4.9.1
	
	The PHY is a complete layer, not a sublayer.
	Change "PHY Sublayer" to "PHY Layer" in Figure 4-24 (2x), and also in Figure 4-25 (2x).



Discussion:
Cited text: 
[image: ]
[image: ]

However, I found 20 instances of PHY sublayer in D3.0. 

Should we review them one by one? 

Note that both figures are editable. Commenter doesn’t need to provide visio source files. 

Assigned to Mark H for a submission. – more work required. 

Proposed Resolution:

? 



	4122
	1348.42
	9.4.2.231.1
	
	Missing ".". Also, should there be a space? Misc other related typos.
	P1348.42 has "PHY-CCA indication (IDLE)" (no ".", and a space). Add the dot, for sure. (Same thing at P1349.41.) The space seems to be inconsistent: P568.15 has space, P568.63 does not. Which should it be? (This applies to all the primitive types, "request, indication, response, confirm", which are all inconsistent.) Another issue: P2366.10 has "busy" instead of "BUSY". And, finally, P2768.30 has "PHY-CCA.INDICATION" ("indication" should be lower case).



Discussion:

At 1348.42 and 1349.31, instances with a space: 
[image: ]

“MAC received the PHY-CCA indication (IDLE) signal”. 

At 568.15/63. Instances with “.”: 

[image: ]


“PHY-CCA.indication (IDLE) primitive”

When it is a primitive, it shall be PHY-CCA.indication. 


In other instances, we need to evaluate each of them. 

Agreed with the following changes: 
P2366.10 has "busy" instead of "BUSY". And, finally, P2768.30 has "PHY-CCA.INDICATION" ("indication

Assigned to Mark H. More work required. 

Proposed Resolution

Option 1: 
Revised.
At 2366.10, change “PHY-CCA.indication (busy) primitive” to “PHY-CCA.indication (BUSY) primitive”.
At 2768.30, change “PHY-CCA.INDICATION" to “PHY-CCA.indication"  

Option 2: the Commenter to provide a submission. 

	4125
	1868.00
	10.11
	
	We don't refer to fields so informally
	Change "SAs are all the same" to "SA fields are all the same". Same thing for DAs on that same line.


Discussion:

Cited text:
[image: ]


Proposed Resolutions
Rejected. 
Reject reason: The SA and DA are associated with an MSDU, but are not fields (rather they are parameters in the MA-UNITDATA.request (where they are called "source/destination address")).  The current text is accurate.




	4170
	
	9.4
	
	Saying in text that a field "is 2 octets" duplicates the figure
	Delete "The length of theAuthentication Algorithm Number field is 2 octets." in 9.4.1.1, "The length of the Authentication Transaction Sequence Number field is 2 octets." in 9.4.1.2, "The length of the Beacon Interval field is 2 octets." in 9.4.1.3, "The length of the Capability Information field is 2 octets." in 9.4.1.4, "The length of the Listen Interval field is 2 octets." in 9.4.1.6, "The length of the Reason Code field is 2 octets." in 9.4.1.7, "The length of the AID field is 2 octets." in 9.4.1.8, "The length of the Block Ack Parameter Set field is 2 octets." in 9.4.1.13, "Thelength of the Block Ack Timeout Value field is 2 octets." in 9.4.1.14, "The length of the Originator Preferred MCS fieldis 2 octets." in 9.4.1.15, "The length of the DELBA Parameter Set field is 2 octets." in 9.4.1.16, "The length of the RSN Capabilities field is 2 octets." in 9.4.2.23.4, "is 2 octets and" in 9.4.2.46,



Discussion

All instances are in clause 9 and after figures. 

Proposed Resolution:
Accepted. 



	4209
	572.44
	9.2.2
	
	"A field or subfield within the figure depiction of a frame format that includes a decimal value withinparentheses indicates that this field or subfield is set to the indicated value upon transmission." -- doesn't account for textual cases, e.g. "(Control)" in Figure 9-37--Frame Control field subfield values within Control framescarried in a non-S1G PPDU and Figure 9-1212--Frame Control field subfield values within PV1 Control frames (are there any parentheticals that are actually part of the field name?)
	Delete "decimal" in the cited text



Discussion:

Cited text:

[image: ]

Listed example: 
[image: ]



Proposed Changes: 
Revised. 

Replace "includes a decimal value" with "includes a value (decimal, if numeric)"


	4238
	370.34
	6.4
	
	"TDLS peer U-APSD" in Table 6-1 should be "TDLS peer U-APSD (TPU)"
	As it says in the comment



Discussion:
Cited text: 
[image: ]


Proposed Resolution:
Accepted. 




	4296
	580.01
	9.2.4.1.4
	
	"QMF Management frame" in Table 9-4--Combinations of To DS and From DS subfields in Management frames is weird because "QMF" stands for "QoS Management frame"
	In that table change "QMF Management frames" to "QMFs" and "Non-QMF Management frames" to "Management frames that are not QMFs"



Discussion:

Cited text:
[image: ]

Proposed Resolution:
· Accepted. 



	4301
	650.48
	9.3.1.8.9
	
	"one EDMG Multi-TIDBlockAck" should be "one EDMG Multi-TIDBlockAck frame"
	As it says in the comment


Discussion:


[image: ]

Proposed change: “The maximum size of all Block Ack Bitmap subfields appended for all TIDs in one EDMG Multi-TID BlockAck frame is 256 octets”.

Proposed Resolution:
Accepted. 



	4310
	1357.12
	9.4.2.240
	
	"SAE hash-to-element field" should be "SAE Hash-to-element field". Also, at 2817.61 change " SAE hash-to-element bit" to " SAE Hash-to-element bit" and at 2811.44 change "SAE Hash-to-element(#3178) method" to "SAE hash-to-element(#3178) method"
	As it says in the comment


Discussion:

Cited texts: 
At 1357.12: 
[image: ] 

At 2817.61

[image: ] 
At 2811.44 
[image: ]

Proposed Resolution:
Accepted. 

	4333
	854.53
	9
	
	There should be no "element" (except in the xref caption) in the non-heading cells of the first column of Table 9-128--Element IDs
	Change "AKM Suite Selector element (See" to "AKM Suite Selector (see"



Discussion:
Cited text:
[image: ]

Proposed Resolution:
Accepted. 

Note to editor: also change “See” to “see”. 


	4334
	
	9.6.5
	
	Change "9.6.5 Vendor-specific Action frame details" to "9.6.5 Vendor-specific frame details", since VS frames are not a family of frames identified by an Action field, unlike other Action frames
	As it says in the comment


 
Discussion:
Cited text: 
[image: ]
 [image: ]

Let’s look at the action field definition:

[image: ]
The VS action frame format includes the Category field and Action Details field. The Action Details field includes the Organization Identifier field and the Vendor Specific Content field. Therefore, VS action frame is an Action frame.  

Assigned to Jouni. More work required. 
Transferred to GEN. 

Proposed Resolution:
Rejected. 
Reject reason: The VS action frame format includes the Category field and Action Details field. The Action Details field includes the Organization Identifier field and the Vendor Specific Content field. Therefore, VS action frame is an Action frame.  




	4361
	1870.08
	10.11
	
	"The length of an A-MSDU transmitted in a VHT PPDU or HE PPDU(11ax) is limited by the maximumMPDU size supported by the recipient STA (see 10.12.5 (Transport of A-MPDU by the PHY data service))." looks like a stale xref
	Put in the correct xref



Discussion:

[image: ]

The correct xref is 10.12.2.

Assinged to Steve M. More work required. 
Transferred to MAC. 

Proposed Resolution:
Revised. 
Change “10.12.5 (Transport of A-MPDU by the PHY data service))."  to “10.12.2 (A-MPDU length limit rules)”.



	4387
	308.24
	4.5.3.3
	
	"To deliver an MSDU within an ESS via the DS, the DS needs to know which AP within the ESS to deliver the MSDU, ". Looks like "to" is missing after "the MSDU"
	Change sentence to "(...) needs to know which AP within the ESS to deliver the MSDU to, "



Discussion:
[image: ]
Proposed change: 
“To deliver an MSDU within an ESS via the DS, the DS needs to know which AP within the ESS to deliver the MSDU to, so that the MSDU might ultimately be delivered to the addressed IEEE 802.11 STA.”


Proposed Resolution
Accepted. 
Submission 	Page 6	     Emily Qi, Intel Corporation
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TVHT Operation

The TVHT Operation element is present for a TVHT STA when
dotl I TVHTOptionImplemented is true; otherwise it is not present.
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(11ay)2.16+2.16 GHz physical layer (PHY) protocol data unit (PPDU): [2.16+2.16 PPDU] A PPDU that
is one of the following:(#2305)

a)

b)

A Clause 28 (Enhanced directional multi-gigabit (EDMG) PHY specification(11ay)) 2.16+2.16
GHz enhanced directional multi-gigabit (EDMG) PPDU (TXVECTOR parameter FORMAT equal
to EDMG).

A Clause 28 (Enhanced directional multi-gigabit (EDMG) PHY specification(11ay)) 2.16+2.16
GHz — directional multi-gigabit (non-EDMG) PPDU (TXVECTOR parameter
FORMAT equal to NON_EDMG).




image5.png
IEEE 802.1X

MAC SAP
—

MAC Sublayer

Data Link Management
o MAC Sublayer <+ Entity
MLME-PLME
PHY SAP SAP
R —
) PHY Sublayer
Physical PHY Sublayer Management
Layer ity
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The Reference Timestamp field contains the lower 4 octets of the TSF timer value sampled at the instant that
the MAC received the _ that corresponds to the end of the reception of
the PPDU that was used to generate the feedback information contained in the Link Measurement Report
frame.
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After generating a PHY-RXEARLY SIG.indication primitive, the PHY is expected to maintain physical
medium busy status (not generating a “ until the issuance of the next

PHY-RXSTART.indication or PHY-RXEND.indication.

8.3.5.13.4 Effect of receipt




image9.png
For the Short A-MSDU case, an A-MSDU contains only MSDUs whose SAs are all the same, and whose DAS

.(#1324) The Short A-MSDU subframe structure is used only between a pair of STAs that
communicate directly (see 9.3.2.1 (Format of Data frames)). The Short A-MSDU subframe structure cannot
be used for frame forwarding. The constituent MSDUs of an A-MSDU shall all have the same priority
parameter value from the corresponding MA-UNITDATA request primitive.
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9.2.2 Conventions

Structures defined in the MAC sublayer are described as a sequence of components (e.g., fields, subfields,
clements and subelements) in specific order. Each figure and table in Clause 9 (Frame formats) depicts the
components as they appear in the MAC frame and in the order in which they are passed to the physical layer
(PHY), from left to right and then from top to bottom.

Unless specified otherwise, a number in a field is encoded as an unsigned integer.

A field or subfield within the figure depiction of a frame format that includes a - value within
parentheses indicates that this field or subfield is set to the indicated value upon transmission.
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in Control frames carried in a non-S1G PPDU).

in Figure 9-37 (Frame Control field subfield values wi
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Power
To | From | More Protected
Protocol E} subtype | DS | DS | Frag | Rty | Man- | More | PEERRG | aTC

Version ol o ol© a9 Data © )
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Figure 9-37—Frame Control field subfield values within Control frames
carried in a non-S1G PPDU
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Table 6-1— MLME SA interface(#1114)

Service Name

MLME-XXX

Type

References

Comments

TDLS Discovery

TDLSDISCOVERY

9.6.12.12
(TDLS
Discovery
Request Action
field format),
9.6.7.16 (TDLS
Discovery
Response frame
format)

See 11.20.3
(TDLS
discovery(#1
97))

TDLS direct-link
establishment(#3584,

TDLSSETUPREQUEST

9.6.12.2 (TDLS
Setup Request
Action field
format)

TDLSSETUPRESPONSE

9.6.12.3 (TDLS
Setup Response
Action field
format)

TDLSCONFIRM

9.6.12.4 (TDLS
Setup Confirm
Action field
format)

See 1120
(Tunneled
direct link
setup(#1356)
)

TDLS direct link teardown

=00
(o}

TDLSTEARDOWN

9.6.12.5 (TDLS
Teardown
Action field
format)

froLs pees -apsc|

TDLSSPTI

9.6.12.6 (TDLS
Peer Traffic
Indication
Action field
format)

See 1120
(Tunneled
direct link
setup(#1356)
)
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Table 9-4—Combinations of To DS and From DS subfields in Management frames(#278)

To DS subfield
and From DS Meaning
subfield values

ToDS =0 Allnon-QMF Management frames.

This combination is reserved.

This combination is reserved.
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The Block Ack Bitmap subfield of the BA Information field is used to indicate the received status of
MSDUs, where each entry represents an MSDU or an A-MSDU. The size of the Block Ack Bitmap subfield
is negotiated during the block ack establishment (see 10.25 (Block acknowledgment (block ack))) and can
contain 8, 16, 32, 64, or 128 octets. Each bit that is set to 1 in the Block Ack Bitmap subfield acknowledges
the successful reception of a single MSDU or A-MSDU in the order of sequence number. The first bit of the
Block Ack Bitmap subfield corresponds to the MSDU or A-MSDU with the sequence number that matches
the value of the Starting Sequence Number subfield of the Block Ack Starting Sequence Control subfield.
The maximum size of all Block Ack Bitmap subfields appended for all TIDs in

BlockAck is 256 octets.
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Table 9-365—Extended RSN Capabilities field

Bit Information Notes
0-3 Field length The length of the Extended RSN Capabilities field, in octets, minus 1,
ie,n—1.
4 Protected TWT #3220)A STA sets the Protected TWT Operations Support field to 1
Operations Support when dot11Protected TW TOperationsimplemented is true, and sets it
to 0 otherwise. See 10.46.1 (TWT overview).
5 SAE Hash-to- #3220)A STA sets the SAE ield to 1 when it
element(#3178 supports the hash-to-element method to obtain the PWE instead of

looping, and sets it to 0 otherwise.(#3168) See 12.4.4.2.3 (Hash-to-
element(#331) generation of the password element with ECC groups)
and 12.4.4.3.3 (Direct generation of the password element with FFC
groups).

NOTE —If SAE is not negotiated, this field is ignored by the
receiver.(#3223)
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12.4.4.3.3 Direct generation of the password element with FFC groups

An SAE peer indicates support for the hash-to-clement method(#344) to obtain the FFC password element by
seiting the SAE bit to 1 in the Extended RSN Capabilities field in all Beacon and Probe
Response frames. A STA that uses a password identifier shall use the hash-to-clement method(#344). An SAE
initiator that has identified a peer that supports the following technique (through receipt of Beacon or Probe
Response frames) shall derive PT according to the following method(#344) and indicate this by setting the

Copyright © 2023 IEE

rights reserved. 2817
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12.4.4.2.2 Generation of the password el¢ C groups by looping

If the AP does not indicate support for the Sﬁw method(#355) in its Extended RSN
Capabilities field or the SAE initiator does not set the status codé2o SAE_HASH_TO_ELEMENT in its SAE
Commit message, the password element of an ECC group (3207)(PWE) shall be generated in the following
random hunt-and-peck fashion.
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Rejected Groups (see 9.4.2.245 (Rejected 255 92 No No
Groups clement))

Anti-Clogging Token Container 255 93 No No
(see 9.4.2.246 (Anti-Clogging Token

Container clement))

Reserved 255 94-113

(M67)AKM Suite Selector element (See 255 114 Yes Yes

9.42296 (AKM Suite Selector
element(M67)))
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The Vendor Specific frame is defined for vendor-specific signaling. The format of the Action field of the
Vendor Specific frame is shown in Figure 9-1086 (Vendor Specific frame Action field format).

NOTE—If management frame protection is negotiated, then Vendor Specific Protected Action frames (see Table 9-79
(Category values)) are protected; otherwise they are unprotected.
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Category | Ofganization Vendor Specific Content

Octets: 1 Ji variable

Figure 9-1086—Vendor Specific frame Action field format
The Category field is defined in 9.4.1.11 (Action field).
The Organization Identifier field contains a organization identifier assigned by the IEEE and is specified
in 9.4.1.29 (Organization Identifier field). The order of the Organization Identifier field is described in 9.2.2

(Conventions).

The Vendor Specific Content field contains vendor-specific field(s). The length of the vendor specific
content in a Vendor Specific frame is limited by the maximum allowed MMPDU size.
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9.4.1.11 Action field

The Action field provides a mechanism for specifying extended management actions. The format of the
Action field is shown in Figure 9-141 (Action field format).

Category Action Details

Octets: 1 variable
Figure 9-141—Action field format

The Category field is set to one of the nonreserved values shown in the Code column of Table 9-79
(Category values). Action frames of a given category are referred to as <category name> Action frames. For
example, frames in the QoS category are called QoS Action frames(#3175).

The Action Details ficld contains the details of the action. The details of the actions allowed in cach category
are described in the appropriate subclause referenced in Table 9-79 (Category values). Robust Action frames
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When an A-MPDU contains multiple MPDUs whose Protocol Version field value is 1, the values of EOSP
and Relayed Frame fields in the Frame Control field, and A3 Present, A4 Present subfields in the SID field
shall be identical across MPDUs within the A-MPDU.

‘A DMG STA that transmits an A-MPDU shall do so only in the Data Enabled Immediate Response context or
the Control Response context, with contents as specified in Table 9-631 (A-MPDU contents in the non-
HE(11ax) data enabled immediate response context) and Table 9-633 (A-MPDU contents in the control
response context), respectively.

10.12.2 A-MPDU length limit rules

A STA indicates in the Maximum A-MPDU Length Exponent field in its HT Capabilities element the
maximum A-MPDU length that it can receive in an HT PPDU. A STA indicates in the Maximum A-MPDU
Length Exponent field in its VHT Capabilities element the maximum length of the A-MPDU pre-EOF padding
that it can receive ina VHT PPDU. A STA indicates in the Maximum A-MPDU Length Exponent field in its
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4.5.3.3 Association

To deliver an MSDU within an ESS via the DS, the DS needs to know which AP within the ESS to deliver

so that the MSDU might ultimately be delivered to the addressed IEEE 802.11 STA. This
information is provided to the DS by the concept of association. Association is necessary, but not sufficient,
to support BSS-transition mobility. Association is sufficient to support no-transition mobility. Association is
one of the services in the DSS.
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Table 9-34—Maximum data unit sizes (in octets) and durations (in microseconds)(#1327)

Non-HT non-
VHT non-
HE(11ax) non-
S1G non-DMG
PPDU and non-
HT duplicate
PPDU

HT PPDU

VHT PPDU

HE
PPDU(11ax)

S1G PPDU

DMG PPDU

EDMG PPDU(LLay)

MMPDU size

2304

2304

See NOTE 1

See NOTE 1

See NOTE 1

2304

2304

MSDU size

2304

2304

2304

2304

2304

11ay)Without SAR
agreement: for the

#279)Basic A-MSDU
format, it is equal to the value
0of A-MSDU size minus 14, or

Without SAR agreement: for
the (#279)Basic A-MSDU

format, it is equal to the value
0of A-MSDU size minus 14, or
inus 2 for the short A-
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Reception and transmission of A-MSDUs using :_s unaffected by the value of the SPP
A-MSDU Capable subfield.(MS57)

An AP may transmit an SPP A-MSDU for a GCR group address if it has successfully negotiated RSNA
(re)associations with all associated STAS that have an active GCR agreement for this group address.

10.12 A-MPDU operation




