March, 1994
      DOC: IEEE P802.11-94/xxx

January, 2004
 IEEE P802.15-15-03-0534-00-003a

IEEE P802.15

Wireless Personal Area Networks

	Project
	IEEE P802.15 Working Group for Wireless Personal Area Networks (WPANs)

	Title
	802.15.3a PHY SPECIFIC MAC LIST

	Date Submitted
	14 January 2003

	Source
	[Rick Roberts]
[Harris Corporation]
[MS-9842, P.O. Box 37

Melbourne, Fl. 32902]
	Voice:
[ 321-729-3018 ]
Fax:
[   ]
E-mail:
[ rrober14@harris.com ]

	Re:
	

	Abstract
	This contribution contains of list of possible MAC enchancements/changes to support the IEEE802.15.3a PHY

	Purpose
	[Description of what the author wants P802.15 to do with the information in the document.]

	Notice
	This document has been prepared to assist the IEEE P802.15.  It is offered as a basis for discussion and is not binding on the contributing individual(s) or organization(s). The material in this document is subject to change in form and content after further study. The contributor(s) reserve(s) the right to add, amend or withdraw material contained herein.
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	The contributor acknowledges and accepts that this contribution becomes the property of IEEE and may be made publicly available by P802.15.


MAC List

	MAC Item
	Description
	Source Doc
	Contact

	Ranging
	Measures Packet Time of Flight via Differential Packet Exchange
	15-03-0541-01-003a,
15-04-0050-00-003a
	Rick Roberts, David Leeper, Joe Decuir

	Frequency Exclusion Table
	Table of Frequencies to be Excluded from Use
	15-03-0541-01-003a
	Rick Roberts

	Noise Temperature PSD Adjustment
	Table of Frequency Dependent Adjustments to the TX PSD 
	15-03-0541-01-003a
	Rick Roberts

	Variable Length Acquisition Preamble
	Selection of Long, Medium or Short PHY Preamble based upon channel conditions
	03154r3P802-15_TG3a
	Matt Welborn

	Association Time Improvement
	Modification to association procedure to reduce the association time
	Email to technical editor repeated on TG3a email expoder
	Jin-Meng Ho

	Addition of new capabilities fields to support alt PHY
	To fill in the fields defined to baseline standard specific to alt PHY
	Reference IEEE 802.15.3 standard
	Jay Bain

	Management of multiple piconets
	15.3 channels by frequency … need to define channel for UWB
	None
	Jim Allen

	Micro-scheduling support
	Capability to get finer granularity of traffic within intrasuperframe
	Email to TG3a exploder
	Chuck Brabenac

	Beacon Time Stamp
	Pass beacon number to DME
	15-03-0444-00
	Knut Odman

	Multiple Multi-cast addressing
	Currently there is only one multi-cast address and more could be needed.
	Reference IEEE 802.15.3 standard
	Song-Lin Young
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