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T-CID 182: 
Work in progress - the issue here is that while it is clear what the coordinator of a STAR topology needs to do, it is not clear what a device which is acting as the coordinator for a peer-to-peer topology has to do.  It is assumed that the device acting as a coordinator for a P2P does a subset of what a coordinator does, otherwise there would be no distinction between coordinator and devices.  So the question is "what is that subset"?  Table 87 needs to be marked with X to indicate this - in addition to the normal stuff that a device should support.

Assigned to Sridhar to make first draft of this marked up table for discussion within the committee.

6.3 MAC command frames

The command frames defined by the MAC sublayer are listed in Table 87. A coordinator shall be capable of transmitting and receiving all command frame types, with the exception of the GTS request command, while the requirements for a device are indicated by an “X” in the table. A P2P device functioning as a coordinator shall be capable of transmitting and receiving all supported command frames in a device. MAC commands shall only be transmitted in the CAP for beacon-enabled WPANs or at any time for nonbeacon-enabled WPANs.

How the MLME shall construct the individual commands for transmission is detailed in 6.3.1 through 6.3.18. MAC command reception shall abide by the procedure described in 6.6.6.2
Table 87 - MAC command frame

	Command name
	device
	P2P co-ordinator
	Subclause

	 
	Tx
	Rx
	Tx
	Rx
	

	Association request
	X
	 
	X
	X
	

	Association response
	 
	X
	X
	X
	

	Disassociation notification
	X
	X
	X
	X
	

	Data request
	X
	 
	X
	X
	

	WPAN ID conflict notification
	X
	 
	X
	X
	

	Beacon request
	 
	 
	 
	 
	

	Coordinator realignment
	 
	X
	X
	X
	

	GTS request
	 
	 
	 
	 
	

	Blinking notification
	 
	 
	 
	 
	

	Dimming notification
	 
	X
	X
	X
	

	Fast link recovery
	 
	 
	 
	 
	

	Mobility notification
	 
	 
	 
	 
	

	GTS Response
	 
	 
	 
	 
	

	Clock rate change notification
	 
	X
	X
	X
	

	Multiple channel assignment
	 
	 
	 
	 
	

	Channel hopping
	 
	 
	 
	 
	

	Visible frame transmission
	 
	 
	 
	 
	

	Color stabilization timer notification
	 
	 
	 
	 
	

	Color stabilization information
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