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Comment
	Comment #
	Page
	Subclause
	Line
	Comment
	Must Be Satisfied
	Proposed Change

	i-236
	58
	7.4.4
	19
	"Stk-ACK is used for data frame acknowledgement in PPAP." How about the command frames?
	No
	Add some description on acknowledgement for command frames in PPAP.


Resolution:

Modify the current version (04) of the 802.15.3e draft with following instructions.
6.2.1.2 Frame Type field
Change text after the Table 6-1a as follows: 

Stk-ACK frames with no data which are sent in response to data frames in PPAP are treated as data frames and those sent in response to command frames are treated as command frames.
7.4.4 PPAPP after association
Change text of the first sentence as follows: 
Stk-ACK is used for data frame acknowledgement of data and command frame in PPAP and is indicated in the MAC header and may be piggybacked with the data payload.
7.9.2a Stk-ACK

Change text of the first sentence as follows: 

Stk-ACK is commonly used for acknowledgement for pairnetin PPAP.
7.9.2a.1 Ping-pong transmission and Stk-ACK (synchronous phase)
Change text of the first sentence as follows: 

Stk-ACK is used for data frame acknowledgement of data and command frame and channel access control as described in 7.4.1.
Change the following sentence in the second sentence as indicated: 

Stk-ACK may be sent as piggyback on the next data frame transmission.
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