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	Abstract
	Resolution to comments: 

	Purpose
	To propose comments resolution for “P802.15.4ab™/D (pre-ballot) C Draft Standard for Low-Rate Wireless Networks” 

	Notice
	This document does not represent the agreed views of the IEEE 802.15 Working Group or IEEE 802.15.4ab Task Group. It represents only the views of the participants listed in the “Sources” field above. It is offered as a basis for discussion and is not binding on the contributing individuals. The material in this document is subject to change in form and content after further study. The contributors reserve the right to add, amend or withdraw material contained herein.




























Comment Indices #1360 in 15-24-0371-13-04ab-consolidated-comments_draft_1.0
	CID
	Commenter
	Sub-Clause
	Page
	Line
	Comment
	Proposed Change

	1360
	Pooria Pakrooh

	10.38.9.3.11

	85
	3
	Why number of RSF/RIF MAC param? it is part of the MMS PHY packet. Clarify whether these are Phy or MAC parameters.

	As in the comment



Discussion: NB higher channel map field should point to channels in UNII-5.
Resolution: Accepted


Comment Indices #1362 in 15-24-0371-13-04ab-consolidated-comments_draft_1.0
	CID
	Commenter
	Sub-Clause
	Page
	Line
	Comment
	Proposed Change

	1362
	Pooria Pakrooh

	10.38.9.3.17

	88
	16
	This sequence mapping can be applied to control sequence since it is HPRF, but SYNC/SFD sequence for the MMRS packet is better to be 127 for RSF=127 to keep PRF consistent..

	As in the comment




Discussion: In pre-ballot draft C, 
Resolution: Revised

Notes to the Editor:
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