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Clean-up of M2M Group Zone Index in the RNG-RSP message
Eunjong Lee, Youngsoo Yuk and Giwon Park
LG electronics
1. Introduction
The RNG-RSP message is for an individual M2M device and the M2M device belongs to only one M2M Group zone. Therefore, the M2M Group Zone Index of the current AAI-RNG-RSP message should be defined outside For loop. In addition, we deleted some texts related to the MGID and FID mapping. 
2. References
[1] P802.16.1/D1, “Enhancements to Support Machine-to-Machine Applications,” December 2011.
3. Text proposal for inclusion in the 802.16p AWD 
 [Remedy: Add the fields into the Table 27 in line 63 of page 8 as follows]
------------------------------------------------------------------------- Text Start --------------------------------------------------------------------------
6.2.3.2 AAI-RNG-RSP
Modify Table 28 as indicated 
Table 28—AAI-RNG-RSP message field description
	Field
	Size (bits)
	Value
	Condition

	…
	…
	…
	…

	M2M_Group Zone Index
	2
	M2M Group Zone Index of the cor​responding M2M Group Zone ID that the MGID belongs to
	Present if ABS is part of more than one M2M group zone.

	For(i=0;i<Num_MGID;i++){
	
	Number of MGID and FID (Num_MGID) to update in the T-ABS[1..TBD]. Mapping of current MGID and FID and new MGID and FID to be updated.
	Presented if the mapping between MGID and FID needs to be updated

	Current MGID
	12
	
	

	New MGID
	12
	
	

	M2M_Group Zone Index
	2
	M2M Group Zone Index of the cor​responding M2M Group Zone ID that the MGID belongs to
	Present if ABS is part of more than one M2M group zone.

	New MGSS
	64
	
	Shall be included only in encrypted AAI-RNG-REQ message when the MGID is updated.

	}
	
	
	

	…
	…
	…
	…


------------------------------------------------------------------------ Text End ---------------------------------------------------------------------------








































  


