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Correction of UL-MAP Extended IE Format
Chia-Lung Tsai, Wei-Chieh Huang, Ping-Heng Kuo, Jen-Yuan Hsu
ITRI
1. Introduction
For consistency with IEEE 802.16e, this contribution suggests to underscore the spacing between words in the “Usage” Column of Table 464. 
Proposed text

Black text: text in the current 802.16p AWD
Red Text: delete text 

Blue text: new text
---------------------------------------------------------Start of the Text #1--------------------------------------------------------
[Note to Editor – Modify the text of section 8.4.5.4.4.1, page 27, line 14 in the current 802.16p AWD as follows]
Table 464-Extended UIUC code assignment for UIUC =5
	Extended UIUC

(hexadecimal)
	Usage

	0x0
	Power control IE
Power_control_IE

	0x1
	Reserved

	0x2
	AAS_UL_IE

	0x3
	CQICH Allocation IE
CQICH_Alloc_IE

	0x4
	UL Zone IE

	0x5
	UL-MAP Physical Modifier IE

	0x6
	Reserved

	0x7
	UL-MAP Fast Tracking IE
UL-MAP_Fast_Tracking_IE

	0x8
	UL PUSC Burst Allocation in Other Segment IE
UL_PUSC_Burst_Allocation_in_Other_Segment_IE

	0x9
	Fast Ranging IE
Fast_Ranging_IE

	0xA
	UL Allocation Start IE

	0xB
	UL Burst Receive IE

	0xC
	Dedicated Ranging Channel for M2M IE

	0x CD…0xF
	Reserved
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