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Clean-up to AAI-PAG-ADV message 
Ming-Hung Tao, Ying-Chuan Hsiao
ITRI
1. Introduction 
This contribution tries to clarify some ambiguous sentences in the section 6.2.3.23.
2. Text Proposal 
Adopt the following text modifications to IEEE P802.16.1b/D2:
--------------------------  Begin Text Proposal   -------------------------------

[Remedy #1: Insert the blue text and delete the red text from page 24, line 14]
Table 49—AAI-PAG-ADV message field description

	Field
	Size (bits)
	Value
	Condition

	Initial ranging backoff start
	4
	Indicate the initial backoff window size for M2M devices. This parameter is applied for all M2M devices that are instructed to perform network reentry, uplink report, or location update by this message.
	Shall be included when the ABS pages the fixed M2M devices in localized idle mode.


[Remedy #2: Insert the blue text and delete the red text from page 28, line 6]
Table 49—AAI-PAG-ADV message field description

	Field
	Size (bits)
	Value
	Condition

	Multicast transmission start time (MTST)
	8
	Least significant 8 bits of the frame number in which the ABS starts sending DL multicast data.
	Shall be present when the ABS is aware of when to start sending DL multicast data the MTST needs to be included in this message.


[Remedy #3: Insert the blue text and delete the red text from page 31, line 31]
Table 49—AAI-PAG-ADV message field description

	Field
	Size (bits)
	Value
	Condition

	Extension Flag
	1
	…
If this flag is set to 0b1, AMS and M2M device shall remain awake and monitors the subsequent AAI subframe

unless its their identifiers is are found in the received segments.
	


-----------------------------  End Text Proposal   ----------------------------------
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