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Introductions

The current draft supports alternative path to HR-infrastructure station for higher reliability. The alternative path is activated when the trigger condition meets.

The trigger definition for alternative path activation is delivered to an HR-MS by AAI-HO-CMD message. However, the AAI-HO-CMD message does not have fields containing such information.
Moreover, an action for alternative path activation needs to be defined in trigger condition to assign the operation when the condition is met.

In this contribution, we provide some clarifications on the alternative path for HR-infrastructure stations in 16n Network as follows:

- Define action for alternative path activation

- Clarify the message format to be consistent with the alternative path activation function

Proposed Text for the 802.16n Amendment Working Document (AWD)
Note:

The text in BLACK color: the existing text in the 802.16n Amendment Draft Standard

The text in RED color: the removal of existing 802.16n Amendment Draft Standard Text

The text in BLUE color: the new text added to the 802.16n Amendment Draft Standard Text
[-------------------------------------------------Start of Text Proposal---------------------------------------------------]

[Remedy 1: Accept the following modifying to Section 6.3.2.3.47]

Insert the following text at the end of 6.3.2.3.47 MOB_BSHO-REQ (BS HO request) message as follows:
For Mode = 0b111 and Extended HO Mode = 0b00, the MOB_BSHO-REQ may contain the following TLV:


Neighbor BS Trigger (See 11.18.1)

[Remedy 2: Accept the following modifying to Section 11.18.1]

11.18.1 MOB_NBR-ADV message encodings
Change the text in 11.18.1 MOB_NBR-ADV message encodings as follows:
…
If Neighbor BS Trigger TLVs are included in the MOB_NBR-ADV message, the MS may ignore Neighbor BS Trigger TLVs having a metric that the MS and BS have not agreed to support during SBC-REQ/RSP message exchange.
If Neighbor BS Trigger TLVs are included in the MOB_BSHO-REQ message, the HR-MS evaluates Neighbor BS Trigger TLVs only for the Target HR-infrastructure station. In this case, action type 0x2 is allowed. 
…
 [-------------------------------------------------End of Text Proposal----------------------------------------------------]
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