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	53
	45
	5.2.4
	
	It is difficult to how the obtaining neighbor information procedure works with the current description. More explanation will be helpful to understand.
	Revise the paragraph.
	Revise the sentence as proposed below


Propose 

Change the original normative text of sub-clause 5.2.4.1 obtaining neighbor list procedure
from:

This procedure, illustrated in Figure 19, is performed when CM wants to obtain the neighbor list from the CDIS.
to: 

This procedure, illustrated in Figure 19, is performed when CM wants to obtain the neighbor list from the CDIS. Based on the CM’s subscription to the CDIS, CM shall get neighbor list information for inter-CM neighbors only or both intra-CM and inter-CM neighbors.
Change the original normative text of sub-clause 5.2.4.2 obtaining neighbor report procedure
from:

This procedure, illustrated in Figure 20, is performed when TVBD network or device wants to obtain neighbor report from CM.
to: 

This procedure, illustrated in Figure 20, is performed when TVBD network or device wants to obtain neighbor report from CM. The CM shall provide in the neighbor report information on all neighbors of the TVBD network or device: both intra-CM and inter-CM neighbors.
Change the original normative text of sub-clause 5.2.4.3 providing neighbor list procedure
from:

This procedure, illustrated in Figure 21, is performed when neighbor information is changed for one or several TVBD networks or devices of a CM.
to: 

This procedure, illustrated in Figure 21, is performed when neighbor information is changed for one or several TVBD networks or devices of a CM. Only one CM and one CDIS are illustrated in Figure 21. The CDIS announces updated neighbor list to every CM controlling affected TVBD networks or devices.
Change the original normative text of sub-clause 5.2.4.4 providing neighbor report procedure
from:

This procedure, illustrated in Figure 22, is performed when neighbor information is changed for one or several TVBD networks or devices subscribed to the information service. Only one CE and TVBD network or device illustrated in Figure 22.
to: 

This procedure, illustrated in Figure 22, is performed when neighbor information is changed for one or several TVBD networks or devices subscribed to the information service. Only one CE and TVBD network or device illustrated in Figure 22. The CM announces updated neighbor report to affected TVBD networks or devices registered to the CM.

Abstract





This document provides proposed resolution for CID 53 received in the 2nd TG review of Draft P802.19.1/DF1. 
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