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1. Proposed Changes

Table 5-Link Commands (page 44)
	No
	Link Command
	Local(L), Remote(R)
	Remote Direction
	Comments

	1
	Link Capability Discovery
	L
	
	Discover the 802.21 capabilities supported by the link layer

	2
	Link Event Register
	L
	
	Register to receive link event notifications

	3
	Link Event Deregister
	L
	
	Deregister from receiving link event notifications

	41
	Link Configure Thresholds
	L
	
	Configure the thresholds for various link triggers such as Link Going Down



Table 7-MIH_LINK_SAP Primitives (Page 53)
	No
	Primitives
	Service Category
	Description

	1
	Link EventCapability Discover
	Command

General
	Discover link capabilities

	2
	Link Event Register
	Command

Event
	Register for event notifications

	3
	Link Event Deregister
	Command

Event
	Deregister for event notification

	4
	Link Configure Thresholds
	Command
	Configure link thresholds for Link Parameter Change notifications

	…
	…
	…
	…


Table 8-MIH_SAP Primitives (Page 54)
	No
	Primitives
	Service Category
	Description

	1
	MIH Capability Discover
	Capability DiscoveryGeneral
	Discover list of Events and Commands supported by MIH Function

	2
	MIH Event Register
	Event
	Register for MIH event notifications

	3
	MIH Event Deregister
	Event
	Deregister for MIH event notifications

	4
	MIH Event Configure Link Configure Threshold
	EventCommand
	Configure thresholds for MIH events

	…
	…
	…
	…


Table 13-MIH Function Messages

	No
	MIH Message Identifier
	MIH Opcode
	Service Category

	1
	MIH Capability Discover
	Request, Response
	Capability DiscoveryGeneral

	2
	MIH Event Register
	Request, Response
	RegistrationEvent

	3
	MIH Event Deregister
	Request, Response
	RegistrationEvent

	4
	MIH Link Event Configure Link Configure Threshold
	Request, Response
	Event ConfigurationCommand

	…
	…
	…
	…
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