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	Abstract
	IEEE P802.21/D7.1 specifies MIH handover procedures to support target network selection among heterogeneous networks. There needs for mobile node and Serving to have a common recognition of which handover initiation strategy is utilized on that network.
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Please apply the following amendments.
1. Addition of the following parameter to: 
MIH_Capability_Discover.request, MIH_Capability_Discover.indication,
MIH_Capability_Discover.response, MIH_Capability_Discover.confirm to the tables in the section 7.4.1.1.2, 7.4.1.2.2, 7.4.1.3.1, 7.4.1.4.2.
	Name
	Type
	Description

	Supported_Handover Initiation_Strategy
	MIH_HANDOVER_STRATEGY
	This is used to indicate supported handover initiation strategy.


2.  Addition of the following field to:

MIH_Capability_Discover request and MIH_Capability_Discover response to the tables in the section 8.6.1.1 and 8.6.1.2.
	SupportedHandoverInitiationStrategy
(Handover Initiation Strategy TLV)


3. Addition of the following Data type to the Table B-19-Data type for MIH capabilities

	Type Name
	Derived From
	Definition
	Valid Range

	MIH_Handover_Initiation_Strategy
	BITMAP(8)
	A set of handover initiation strategies.
	Bit 0: Mobile_initiated

Bit 1: Network_initiated

Bit 2-7: (reserved)



4. Addition of the following Type value to the Table C-2-Type values for TLV encoding
	TLV Type Name
	TLV Type Value
	Data Type

	Handover Initiation Strategy
	66
	MIH_Handover_Initiation_Strategy
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