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IEEE P802.21 Media Independent Handover Services

Tentative Minutes of the IEEE P802.21c Task Group teleconference 
Chair: H Anthony Chan
Vice Chair: Dapeng Liu
Technical Editor: Charles Perkins

Secretary: Hyunho Park
1. Teleconference (21:30 ET -23:00 ET): 15 August, 2012
1.1  Teleconference was called to order by H Anthony Chan at 10:20 ET
1.2  Attendance: H Anthony Chan, Subir Das, Hyeong-Ho Lee, Yoshihiro Ohba, Hyunho Park
1.3  TGc_Proposal_SRHO_Messages_Hyunho_Park (21-12-0106-00-srho)
1.3.1 Discussion:
Hyunho Park presented the contribution, “TGc_Proposal_SRHO_Messages_Hyunho_Park”, DCN: 21-11-0106-00-srho.  The contribution dealt with single radio handover messages for IEEE 802.21c, and added Annex Q and Annex S for network discovery and handover decision scenarios. Based on these scenarios, the contribution also updated section 6 in p.13, section 7 in p.29, section 8 in p.36, Annex F in p.63, and Annex L in p.66. Most contents of contribution were accepted by other members. Some questions and answers or comments about the contribution are as follows.
Comment 1 (Yoshihiro Ohba). QERIER_LOC can be used as information element of location information for the MN (Mobile Node).
Comment 2 (Yoshihiro Ohba). Link_Get_Parameter can be used to gather information about power consumption from each network interface.

Question 1 (Yoshihiro Ohba). Did you make MIH_IF_PreReg_Read message?

Answer 1. I made the message in Section 7.4.31.
1.4  Teleconference was adjourned at 23:00 ET
