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Updated figure 104 for IDRP at BS

[image: image2.emf]Operational

Notification 

time left AND 

Retries 

available?

Yes

No

Operational

Attempt to notify 

the BS about 

presence of 

incumbent service

(BLM-REP)

Wait for BS 

instructions

Start Timer

Transaction 

successful

Change 

operating 

parameters as 

instructed by BS

Yes

Scan backup channel 

searching for BS

Start Scanning Timer Yes

Timeout

Reestablish communication 

with BS and resume normal 

operation

Retries 

available?

Scan candidate 

channels searching 

for BS

Set channel as 

occupied, stored 

information related to 

channel and report to 

BS when possible

(BLM-REP)

Backup 

channel 

information 

available?

Yes

Did I detect the 

incumbent service 

in the channel 

scanned?

If 

confirmation 

needed?

Yes

No

Send 

confirmation

(e.g, CHS-RSP, 

CHQ-RSP)

Yes

Is channel 

N in-band?

Yes

No

Candidate 

channel 

information 

available?

No

Execute Initialization 

Procedure

No

BS detected on 

channel (e.g. SCH 

received)

Yes

Start Scanning Timer

No

Yes

No

Timeout

Retries 

available

?

Set channel as 

occupied, stored 

information related to 

channel and report to 

BS when possible

(BLM-REP)

Did I detect the 

incumbent service 

in the channel 

scanned?

Yes

No

Yes

No

Incumbent service detected 

in channel N?

No

Yes

Wait event Wait event

Spectrum management 

command (e.g., DCD, 

CHS-REQ, CHQ-REQ) 

received?

No

Timeout?

No

Spectrum 

management 

command received?

Yes

No

BS detected BS detected Timeout Timeout


Updated figure 105 for IDRP at CPE
Abstract


This document provides updated figures 104 and 105 in D2 as resolution for comments 551-558.
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